LOET AJ
Pajeny pripo), Al HANSAVFLEX

Vlastnosti

Ptipoj 1 Pajena pfipojka
PFipoj 2 Vnéjsi zavit UN/UNF
Tvar té&snéni 2 Vnéjsi kuzel 74°
Konstrukce Hrdlo k pajeni
Provedeni pfimé

Material Ocel

Povrchové ochrana  olejem

Vyrobek
Oznaceni agd G1
(mm)

LOET 04 AJ 06 6 7/16" -20 UNF 30,5 17
LOET 05 AJ 10 10 1/2" -20 UNF 32,0 19
LOET 06 AJ 10 10 9/16" -18 UNF 33,5 21
LOET 06 AJ 12 12 9/16" -18 UNF 33,5 21
LOET 08 AJ 12 12 3/4" -16 UNF 35,0 26
LOET 08 AJ 16 16 3/4" -16 UNF 35,0 26
LOET 08 AJ 18 18 3/4" -16 UNF 35,0 26
LOET 10 AJ 16 16 7/8" -14 UNF 38,0 30
LOET 10 AJ 18 18 7/8" -14 UNF 38,0 30
LOET 10 AJ 22 22 7/8" -14 UNF 44,0 30
LOET 12 AJ 18 18 1.1/16" -12 UN 45,5 37
LOET 12 AJ 20 20 1.1/16" -12 UN 45,5 37
LOET 12 AJ 25 25 1.1/16" -12 UN 45,5 37
LOET 16 AJ 25 25 1.5/16" -12 UN 50,0 45
LOET 16 AJ 27 27 1.5/16" -12 UN 50,0 45
LOET 16 AJ 32 32 1.5/16" -12 UN 50,0 45
LOET 20 AJ 32 32 1.5/8"-12 UN 53,5 55
LOET 20 AJ 38 38 1.5/8"-12 UN 53,5 55
LOET 24 AJ 38 38 1.7/8"-12 UN 60,0 62

@ d = External pipe diameter

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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