W45 AN HN
Hrdlo k zadroubovani, Ghel 45° HANSA[/ FLEX

Vlastnosti

Pripoj 1 Zavit pro matice NPT (NPSM)
Tvar té&snéni 1 Vnéjsi kuzel 60°

Ptipoj 2 Vnéjsi zavit NPT

Tvar tésnéni 2 s tésnénim na zavit
Konstrukce Hrdlo k zaSroubovani
Provedeni uhel 45°

Material Ocel

Povrchova ochrana  galvanicky potazeny

Vyrobek
Oznaceni G1 G2 SW S1
(mm)

W45 AN 02 HN 1/8" -27 NPT 1/8" -27 NPT 11 14
W45 AN 04 HN 1/4" -18 NPT 1/4" -18 NPT 14 18
W45 AN 06 HN 3/8" -18 NPT 3/8"-18 NPT 19 22
W45 AN 06 HN 08 3/8" -18 NPT 1/2" -14 NPT 22 22
W45 AN 08 HN 1/2" -14 NPT 1/2" -14 NPT 22 25
W45 AN 08 HN 12 1/2" -14 NPT 3/4" -14 NPT 27 25
W45 AN 12 HN 3/4" -14 NPT 3/4" -14 NPT 27 32
W45 AN 12 HN 16 3/4" -14 NPT 1"-11,5 NPT 33 32
W45 AN 16 HN 12 1"-11,5 NPT 3/4" -14 NPT 33 38
W45 AN 16 HN 1"-11,5 NPT 1"-11,5 NPT 33 38
W45 AN 20 HN 1.1/4" -11,5 NPT 1.1/4" -11,5 NPT 41 48
W45 AN 24 HN 1.1/2" -11,5 NPT 1.1/2" -11,5 NPT 48 54
W45 AN 32 HN 2" -11,5 NPT 2" -11,5 NPT 64 67

SW, S1, S2 = otvor klice

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
14.12.2025 HANSA-FLEX AG www.hansa-flex.com 1



