W45 HN

Hrdlo k zaSroubovani, uhel 45°

HJ

HANSAVFLEX

Vlastnosti
Pripoj 1

Vnéjsi zavit NPT

Tvar tésnéni 1

s tésnénim na zavit

Ptipoj 2

Vnéjsi zavit UN/UNF

Tvar tésnéni 2

Vnéjsi kuzel 74°

Konstrukce Hrdlo k zasroubovani
Provedeni uhel 45°
Material Ocel

Povrchova ochrana

galvanicky potazeny
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Vyrobek
Oznaceni G1 G2 SW
(mm)

W45 HN 02 HJ 04 1/8" -27 NPT 7/16" -20 UNF 11
W45 HN 02 HJ 05 1/8" -27 NPT 1/2" -20 UNF 13
W45 HN 02 HJ 06 1/8" -27 NPT 9/16" -18 UNF 14
W45 HN 04 HJ 1/4" -18 NPT 7/16" -20 UNF 14
W45 HN 04 HJ 05 1/4" -18 NPT 1/2" -20 UNF 14
W45 HN 04 HJ 06 1/4" -18 NPT 9/16" -18 UNF 14
W45 HN 04 HJ 08 1/4" -18 NPT 3/4" -16 UNF 19
W45 HN 06 HJ 3/8"-18 NPT 9/16" -18 UNF 19
W45 HN 06 HJ 08 3/8" -18 NPT 3/4" -16 UNF 19
W45 HN 06 HJ 10 3/8" -18 NPT 7/8" -14 UNF 22
W45 HN 08 HJ 1/2" -14 NPT 3/4" -16 UNF 22
W45 HN 08 HJ 06 1/2" -14 NPT 9/16" -18 UNF 22
W45 HN 08 HJ 10 1/2" -14 NPT 7/8" -14 UNF 22
W45 HN 08 HJ 12 1/2" -14 NPT 1.1/16" -12 UN 27
W45 HN 12 HJ 3/4" -14 NPT 1.1/16" -12 UN 27
W45 HN 12 HJ 08 3/4" -14 NPT 3/4" -16 UNF 27
W45 HN 12 HJ 10 3/4" -14 NPT 7/8" -14 UNF 27
W45 HN 12 HJ 14 3/4" -14 NPT 1.3/16" -12 UN 33
W45 HN 12 HJ 16 3/4" -14 NPT 1.5/16" -12 UN 33
W45 HN 16 HJ 1"-11,5 NPT 1.5/16" -12 UN 33
W45 HN 16 HJ 12 1"-11,5 NPT 1.1/16" -12 UN 33
W45 HN 16 HJ 20 1"-11,5 NPT 1.5/8" -12 UN 41
W45 HN 20 HJ 1.1/4" -11,5 NPT 1.5/8" -12 UN 41
W45 HN 24 HJ 1.1/2" -11,5 NPT 1.7/8"-12 UN 48
W45 HN 32 HJ 2" -11,5 NPT 2.1/2"-12 UN 55

SW = otvor kli¢e

Varianty produktu
W45 HN HJ VA Hrdlo k zasroubovani, uhel 45°, Uslechtila ocel

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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