AFG M M (3000 / 6000 PSI)
Pfiruba s vn&jsim zavitem SAE HANSAVFLEX

Vlastnosti

Norma DIN 3901 / 3902

Provedeni pfimé

Konstrukce SAE pfiruba s vnéjSim zavitem
Upevnéni Otvor pro Sroub

Obsah dodavky se sadou metrickych Sroubt a o-krouzkem
Material S355J2G3 (ST52.3)

Povrchova ochrana  ¢erné olejovany

Upozornéni
Uvedeny jmenovity tlak dle SAE J 518 C je stanoven uréen pfirubou resp. pfivafenou trubkou.

Vyrobek
Oznaceni Typova @ Konstrukéni A
fada RAD velikost
(mm)

AFG80M/L15M 3000PSI L 15 315 12" M22x1,5 12 381 54 175 46 52 60 13 7,0 90 M8x30
AFG100M/L22M  3000PSI L 22 160  3/4" M30x2 19 476 65 222 50 60 69 14 75 115 M10x30
AFG100 M/S20M  3000PSI S 20 345 3/4" M30x2 16 476 65 222 50 60 73 14 105 115 M10x30
AFG 102M/L22M  3000PSI L 22 160 1" M30x2 19 524 70 262 55 63 72 16 75 115 M10x30
AFG 102 M/L28 M  3000PSI L 28 160 1" M36x2 24 524 70 262 55 63 72 16 75 115 M10x30
AFG 102M/S20M  3000PSI S 20 315 1" M30x2 16 524 70 262 55 63 76 16 105 115 M10x30
AFG 102M/S25M 3000PSI S 25 315 1" M36x2 20 524 70 262 55 63 75 16 120 11,5 M10x30
AFG 104 M/L28 M 3000PSI L 28 160 1.1/4" M36x2 24 57 79 302 68 65 74 14 75 115 M10x35
AFG 104 M/L35M  3000PSI L 35 160 1.1/4" M45x2 29 587 79 302 68 65 76 14 105 115 M10x35
AFG 104 M/S30M  3000PSI S 30 250 1.1/4" M42x2 25 587 79 302 68 65 78 14 135 115 M10x35
AFG 106 MIL42M  3000PSI L 42 160 1.1/2" M52x2 36 699 94 357 78 70 82 16 110 135 M12x35
AFG 106 M/S38M  3000PSI S 38 200 1.1/2" M52x2 32 699 94 357 78 70 85 16 160 135 M12x35
AFG 401 M/S16 M 6000PSI S 16 400 1/2" M24x1,5 12 405 56 182 48 60 70 16 85 90 M8x30
AFG 402M/S25M 6000PSI S 25 400 3/4" M36x2 19 508 71 238 60 73 85 19 120 11,5 M10x35
AFG 403 M/S30M 6000PSI S 30 400 1" M42x2 25 572 81 278 70 82 95 24 135 130 M12x45
AFG 404 M/S30M  6000PSI S 30 400 1.1/4" M42x2 25 667 95 318 78 92 106 27 135 150 M14x50
AFG 404 M/S38M 6000PSI S 38 400 1.1/4" M52x2 29 67 95 318 78 92 107 27 160 150 M14x50
AFG 405 M/S38M  6000PSI S 38 400 1.1/2" M52x2 32 794 113 365 95 96 111 30 160 175 M16x50

PN = nominalni tlak PB = max. provozni tlak — @ = vnéjsi prumér trubky — typova fada: LL = velmi lehka L = lehka S = robustni

Varianty produktu
AFG M (3000 PSI) SAE pfiruba s vnéjSim zavitem, jenom pfiruba
AFG M U (3000 /6000 PSI)  Priruba s vnéjsim zavitem SAE, se sadou Sroubt UNC a s O-krouzkem

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
17.11.2025 HANSA-FLEX AG www.hansa-flex.com 1



