GFS ST U (3000 / 6000 PSI)
Navarovana protipfiruba SAE HANSA[/ FLEX
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Konstrukce Navarovaci protipfiruba SAE HL

Upevnéni Vnitfni zavity pro Srouby UNC

Material S355J2G3 (ST52.3)

Povrchova ochrana  ¢erné olejovany

Upozornéni
Uvedeny maximalni provozni tlak se vztahuje na pfirubu! Skuteény provozni tlak je dan trubkou (tloustka stény) a rovnéz jakosti
trubky!

Vyrobek
Oznadeni Rada tlaki PB 10.9 Konstrukéni velikost A
(bar) (mm)

GFS 80 STU 3000 PSI 350 1/2" 215 13 381 54 17,5 46 36 16 UNC 5/16"
GFS80ST038U 3000PSI 350 1/2" 175 13 381 54 17,5 46 36 16 UNC 5/16"
GFS 100 ST U 3000 PSI 350 3/4" 280 19 476 65 222 50 36 18 UNC 3/8"
GFS 102 ST U 3000 PSI 315 1" 350 25 524 70 26,2 55 38 18 UNC 3/8"
GFS 104 ST U 3000 PSI 250 1.1/4" 428 32 58,7 79 30,2 68 41 21 UNC 7/16"
GFS 106 ST U 3000 PSI 200 1.1/2" 486 38 69,9 93 357 78 44 25 UNC 172"
GFS 108 ST U 3000 PSI 200 2" 61,0 51 778 102 429 90 45 25 UNC 1/2"
GFS 110 ST U 3000 PSI 160 2.1/2" 770 63 889 114 50,8 105 50 25 UNC 1/2"
GFS 112 STU 3000 PSI 138 3" 92,0 73 106,4 134 61,9 124 50 27 UNC 5/8"
GFS 114 ST U 3000 PSI 35 3.1/2" 103,0 89 120,7 152 69,9 136 48 27 UNC 5/8"
GFS 116 STU 3000PSI 35 4" 115,1 99 130,2 162 77,8 146 48 27 UNC 5/8"
GFS 401 ST 012U 6000 PSI 400 1/2" 215 13 40,5 54 18,2 46 36 16 UNC 5/16"
GFS 401 ST 038U 6000 PSI 400 1/2" 175 13 40,5 54 18,2 46 36 16 UNC 5/16"
GFS 402 ST U 6000 PSI 400 3/4" 280 19 50,8 71 238 55 35 21 UNC 3/8"
GFS 403 ST U 6000 PSI 400 1" 350 25 572 79 278 68 41 21 UNC 7/16"
GFS 404 ST U 6000 PSI 375 1.1/4" 428 32 66,7 93 31,8 78 44 25 UNC 1/2"
GFS 405 ST U 6000 PSI 250 1.1/2" 486 38 794 112 365 94 55 30 UNC 5/8"
GFS 406 ST U 6000 PSI 250 2" 61,0 51 96,8 134 445 114 65 37 UNC 3/4"

PN = nominalni tlak PB = max. provozni tlak

Varianty produktu
GFS ST M (3000 / 6000 PSI)  Navafovana protipfiruba SAE, $355J2G3 (ST52.3)

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
21.03.2026 HANSA-FLEX AG www.hansa-flex.com 1



