XSDR
Oto&né Sroubeni, bez Skrtice, Uhel 90° HANSA,/ FLEX

Vlastnosti Y .
PFipoj 1 Vn&jsi cylindricky zavit BSP s LU,
Tvar tésnéni 1 Krouzek s tésnici hranou : Loy _ : d
PFipoj 2 metricky vnéjsi cylindricky zavit = | T
Tvar t&sndni 2 Vnitini kuzel 24° A ’ 1,
Konstrukce Otocné Sroubeni bez Skrceni . 5‘[ ) | -
Provedeni Uhel 90° A '
Norma DIN 2353 ! .

ISO 8434-1 LI
Obsah dodavky hrdlo (bez pfesuvné matice a zafezného krouzku) -
Material Ocel

Povrchova ochrana  galvanicky potazeny

Upozornéni
Upozornéni k montazi, vestavbé, tlakovému zatizeni a povolenym provoznim teplotam si prosim vyhledejte v technickych dokumentacich
fitinkovych Sroubeni.

Vyrobek

Oznaceni Typova fada Provoznitlak vbarech @d2 G

(mm)

XSDR NW 04 HL L PN 250 6 G 1/8"-28 14 8 24 10,5 12,0 19,0 17 17
XSDRNWO04 HL1/4 L PN 250 6 G 1/4"-19 18 12 30 14,0 145 215 22 19
XSDR NW 06 HL L PN 250 8 G 1/4"-19 18 12 30 14,0 145 215 22 19
XSDR NW 08 HL L PN 250 10 G 1/4"-19 18 12 30 14,0 155 22,5 22 19
XSDRNW10HL1/4 L PN 250 12 G 1/4"-19 22 12 30 14,0 155 225 22 19
XSDR NW 10 HL L PN 250 12 G 3/8"-19 22 12 36 16,5 18,0 25,0 27 24
XSDRNW10HL1/2 L PN 250 12 G1/2"-14 26 14 45 215 205 285 32 30
XSDR NW 13 HL L PN 250 15 G1/2"-14 26 14 45 215 215 285 32 30
XSDR NW 16 HL L PN 250 18 G1/2"-14 26 14 45 215 21,0 285 32 30
XSDR NW 20 HL L PN 160 22 G 3/4"-14 32 16 53 240 275 350 M 36
XSDR NW 25 HL L PN 160 28 G1"-11 39 18 66 30,5 320 395 50 46
XSDR NW 32 HL L PN 160 35 G1.1/4"-11 49 20 76 35,5 36,0 46,5 60 55
XSDR NW 40 HL L PN 160 42 G1.1/2"-11 55 22 87 405 405 515 70 60
XSDR NW 03 HS S PN 315 6 G 1/4"-19 18 12 30 14,0 16,5 23,5 22 19
XSDR NW 04 HS S PN 315 8 G 1/4"-19 18 12 30 14,0 16,5 235 22 19
XSDR NW 06 HS S PN 315 10 G 3/8"-19 22 12 36 16,5 185 26,0 27 24
XSDR NW 08 HS S PN 315 12 G 3/8"-19 22 12 36 16,5 185 26,0 27 24
XSDR NW 10 HS S PN 315 14 G1/2"-14 26 14 45 215 225 305 32 30
XSDR NW 13 HS S PN 315 16 G1/2"-14 26 14 45 215 220 305 32 30
XSDR NW 16 HS S PN 160 20 G 3/4"-14 32 16 53 240 265 370 41 36
XSDR NW 20 HS S PN 160 25 G1"-11 39 18 66 30,5 316 435 50 46
XSDR NW 25 HS S PN 160 30 G1.1/4"-11 49 20 76 35,5 37,0 505 60 55
XSDR NW 32 HS S PN 160 38 G1.1/2"-11 55 22 87 405 415 57,5 70 60

typova fada: LL = velmi lehka L = lehk& S = robustni — PN = nominaini tlak PB = max. provozni tlak — @ = vnéjSi prumér trubky

Varianty produktu
XSDR VA  Otocéné $roubeni, bez $krtice, thel 90°, Uslechtild ocel
SDR Otoc¢né Sroubeni, bez Skrtice, thel 90°, Ocel

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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