GE HRO HB
Hrdlo k zaSroubovani HANSA[/FLEX

Vlastnosti

P¥ipoj 1 Vn&j&i cylindricky zavit BSP on 5;"’

Tvar tésnéni 1 tvar G \ !

PFipoj 2 Vnéjsi cylindricky zavit BSP T T
Tvar t&snéni 2 Vnitfni kuzel 60° g1{— |14 . , G2
Konstrukce Hrdlo k zaSroubovani | 77 |_ éj-'; l
Provedeni primé ! =

Material Ocel

Povrchova ochrana  galvanicky potazeny

Vyrobek
Oznaceni G1 G2 SW (0]

(mm)
GE HRO 02 HB G 1/8" -28 G 1/8"-28 20 7,65x1,78
GE HRO 04 HB 02 G 1/4"-19 G 1/8"-28 20 10,78 x 2,62
GE HRO 04 HB G 1/4"-19 G 1/4"-19 20 10,78 x 2,62
GE HRO 04 HB 06 G 1/4" -19 G 3/8"-19 24 10,78 x 2,62
GE HRO 06 HB 04 G 3/8"-19 G 1/4"-19 24 13,94 x 2,62
GE HRO 06 HB G 3/8"-19 G 3/8"-19 24 13,94 x 2,62
GE HRO 06 HB 08 G 3/8"-19 G 1/2"-14 29 13,94 x 2,62
GE HRO 08 HB 06 G 1/2"-14 G 3/8"-19 29 17,86 x 2,62
GE HRO 08 HB G 1/2"-14 G 1/2"-14 28 17,86 x 2,62
GE HRO 08 HB 10 G 1/2"-14 G 5/8"-14 29 17,86 x 2,62
GE HRO 08 HB 12 G 1/2"-14 G 3/4"-14 29 17,86 x 2,62
GE HRO 12 HB 08 G 3/4"-14 G 1/2"-14 35 23,47 x 2,62
GE HRO 12 HB G 3/4" -14 G 3/4"-14 35 23,47 x 2,62
GE HRO 12 HB 16 G 3/4"-14 G1"-11 43 23,47 x 2,62
GE HRO 16 HB 12 G1"-11 G 3/4"-14 43 29,74 x 3,53
GE HRO 16 HB G1"-11 G1"-11 43 29,74 x 3,53
GE HRO 20 HB 16 G 1.1/4" -11 G1"-11 53 37,69 x 3,53
GE HRO 20 HB G 1.1/4" -11 G 1.1/4" -11 53 37,69 x 3,53
GE HRO 24 HB G 1.1/2"-11 G 1.1/2" -11 58 44,04 x 3,53

SW = otvor klice

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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