ND HN

Nastrény natrubek, AGN

HANSAVFLEX

Vlastnosti /1
Ptipoj 1 Vnéjsi zavit NPT - — —
Tvar tésnéni 1 Tésnici zavit, pridavny vnitfni kuzel 60° DN G
Zkratka AGN _]_,Jq,_m%/_[f—\;l 1
Materiél Ocel ||
Povrchova ochrana  galvanicky potazeny L1
Upozornéni
Neposkozené vsuvky Ize pouzit vicenasobné.
Vyrobek
Oznaceni DN Velikost palce G1 L1 S1
(mm)
ND 06 HN 02 6 4 1/4" 1/8" -27 NPT 35,0 12
ND 06 HN 6 4 1/4" 1/4" -18 NPT 40,0 14
ND 10 HN 06 10 6 3/8" 1/4" -18 NPT 45,0 14
ND 10 HN 10 6 3/8" 3/8" -18 NPT 45,0 22
ND 10 HN 13 10 6 3/8" 1/2" -14 NPT 52,0 22
ND 13 HN 10 12 8 172" 3/8"-18 NPT 49,0 22
ND 13 HN 12 8 1/2" 1/2" -14 NPT 55,0 22
ND 16 HN 13 16 10 5/8" 1/2" -14 NPT 66,0 22
ND 20 HN 19 12 3/4" 3/4" -14 NPT 66,0 32
PfisluSenstvi

ND ASR GE, RO, BL  Dorazovy krouzek pro nastrény natrubek

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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