PAY 300 AB

Lisovana armatura, DKR

HANSAVFLEX

Vlastnosti St
PFipoj 1 Vnitfni zavit BSP my .
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Tvar t&snéni 1 Vné&jsi kuzel 60° DN | | mi
Zkratka DKR -
Norma 1ISO 8434-6 L1

BS 5200 e
Obsah dodavky vsuvka k nalisovani + objimka k nalisovani
Material Ocel
Povrchova ochrana  galvanicky potazeny
Vyrobek
Oznaceni Velikost palce G1 L1 S1

(mm)

PAY 306 AB 6 4 1/4" G 1/4"-19 58,0 19
PAY 306 AB 10 6 4 1/4" G 3/8"-19 58,0 27
PAY 308 AB 10 8 5 5/16" G 3/8"-19 59,0 19
PAY 310 AB 10 6 3/8" G 3/8"-19 61,0 22
PAY 310 AB 13 10 6 3/8" G1/2"-14 61,0 27
PAY 313 AB 12 8 172" G1/2"-14 61,0 27
PAY 316 AB 20 16 10 5/8" G 3/4" -14 75,0 32
PAY 320 AB 19 12 3/4" G 3/4" -14 78,0 32
PAY 320 AB 25 19 12 3/4" G1"-11 78,0 41
PAY 325 AB 25 16 1" G1"-11 88,0 41
PAY 325 AB 32 25 16 1" G 1.1/4" -11 77,0 50
PAY 332 AB 40 31 20 1.1/4" G1.1/2"-11 - -

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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