PAY 300 HN

Lisovana armatura, AGN

HANSAVFLEX

Vlastnosti
Pripoj 1

Vnéjsi zavit NPT

Tvar tésnéni 1

Tésnici zavit, pfidavny vnitini kuzel 60°

Zkratka

AGN

Obsah dodavky

vsuvka k nalisovani + objimka k nalisovani

Material

Ocel

Povrchové ochrana

galvanicky potazeny
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Vyrobek
Oznaceni Velikost G1 L1 S1
(mm)

PAY 306 HN 6 4 1/4" 1/4" -18 NPT 65,0 14
PAY 306 HN 10 6 4 1/4" 3/8"-18 NPT - -
PAY 310 HN 10 6 3/8" 3/8" -18 NPT 71,0 19
PAY 310 HN 13 10 6 3/8" 1/2" -14 NPT 76,0 22
PAY 313 HN 12 8 1/2" 1/2" -14 NPT 79,0 22
PAY 320 HN 19 12 3/4" 3/4" -14 NPT 91,0 27
PAY 325 HN 25 16 1" 1"-11,5 NPT 96,0 36
PAY 325 HN 32 25 16 1" 1.1/4" -11,5 NPT 97,0 46

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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