2 OK VA
Svorka § 2 oky HANSAVFLEX

Vlastnosti
Oblast pouZiti  upevnéni hadic v nizkotlaké oblasti

Material Uslechtila ocel

Vyrobek
Oznageni Barva Sitka pasku
(mm)
2 OK 3-5 VA 34-50 5,0
20K 3.1-4.1 VA 3,1-41 3,5
2 OK 3.5-4.5 VA 356-45 3,5
2 OK 5-7 VA 50-7,0 6,0
20K 7-9 VA 7,0-9,0 6,0
2 OK 8-11 VA 8,0-11,0 7,0
2 OK 9-11 VA 9,0-11,0 6,5
20K 11-13 VA 11,0-13,0 6,5
2 OK 13-15 VA 13,0-15,0 7,0
2 OK 15-17 VA 15,0-17,0 7,5
2 OK 15-18 VA 15,0 - 18,0 7,5
2 0K 17-20 VA 17,0 - 20,0 7,5
2 OK 18-21 VA 18,0 - 21,0 8,0
2 OK 19-22 VA 18,1-22,0 9,0
2 OK 20-23 VA 20,0-23,0 8,0
2 OK 22-25 VA 22,0-25,0 8,5
2 OK 23-27 VA 23,0-27,0 8,5
2 OK 25-28 VA 25,0 - 28,0 9,0
2 0K 27-31 VA 26,3-31,0 10,0
2 OK 28-31 VA 28,0-31,0 9,0
2 OK 31-34 VA 31,0-34,0 9,5
2 OK 34-37 VA 34,0-37,0 9,5
2 OK 37-40 VA 37,0-40,0 10,0
2 OK 40-43 VA 40,0-43,0 10,0
2 OK 43-46 VA 43,0 - 46,0 10,0
Varianty produktu
2 0K Svorka s 2 oky, galvanicky potazeny

2 OKVC Svorka s 2 oky, chromové leskle pozinkovany

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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