ESK W2

Hadicova pfichytka

HANSAVFLEX

Vlastnosti
Konstrukce PFichytky se Snekovym zavitem

Konstrukéni doplné€k  Sroub se Sestihrannou hlavou se zafezem

Material uslechtila ocel 1.4016

Upozornéni
Sroub z pozinkované oceli Zluté chromatované.

Vyrobek
Oznadeni Barva Sitka pasku
(mm)
ESK 08-12 W2 8-12 9,0
ESK 10-16 W2 10-16 9,0
ESK 12-20 W2 12-20 9,0
ESK 16-25 W2 16 - 25 9,0
ESK 20-32 W2 20-32 9,0
ESK 25-40 W2 25-40 9,0
ESK 32-50 W2 32-50 9,0
ESK 40-60 W2 40 - 60 9,0
ESK 50-70 W2 50-70 9,0
ESK 60-80 W2 60 - 80 9,0
ESK 70-90 W2 70 -90 9,0
ESK 80-100 W2 80 - 100 9,0
ESK 90-110 W2 90-110 9,0
ESK 100-120 W2 100 - 120 9,0
ESK 110-130 W2 110 - 130 9,0
ESK 120-140 W2 120 - 140 9,0
ESK 130-150 W2 130 - 150 9,0
ESK 12 16-25 W2 16 - 25 12,0
ESK 12 20-32 W2 20-32 12,0
ESK 12 25-40 W2 25-40 12,0
ESK 12 32-50 W2 32-50 12,0
ESK 12 40-60 W2 40 - 60 12,0
ESK 12 50-70 W2 50-70 12,0
ESK 12 60-80 W2 60 - 80 12,0
ESK 12 70-90 W2 70 -90 12,0
ESK 12 80-100 W2 80 - 100 12,0
ESK 12 90-110 W2 90 - 110 12,0
ESK 12 100-120 W2 100 - 120 12,0
ESK 12 110-130 W2 110 - 130 12,0
Varianty produktu
ESK Hadicova prichytka, uSlechtila ocel 1.4301
Prislusenstvi

SCHRAUBENDR  Ohebny $roubovak

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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