GBS
Pfichytka s kloubovym Cepem PA-RI HANSA,/FLEX

Vlastnosti

Oblast pouziti pro saci a zpétné hadice
Konstrukce PFichytka s kloubovym ¢epem
Material Ocel

Povrchové ochrana  galvanicky potazeny

Vyrobek
Oznaceni pro vnéjsi @ hadice Sitka pasku Provedeni
(mm) (mm)

GBS 36-20 36 32-38 20,0 1xM6 1dilny
GBS 42-20 42 38-44 20,0 1xM6 1dilny
GBS 44-20 44 40 - 46 20,0 1xM6 1dilny
GBS 48-20 48 44 - 50 20,0 1xM6 1dilny
GBS 50-20 50 46 - 52 20,0 1xM6 1dilny
GBS 56-25 56 52 - 58 25,0 1xM8 1dilny
GBS 61-25 61 57 - 63 25,0 1xM8 1dilny
GBS 63-25 63 59 - 65 25,0 1xM8 1dilny
GBS 70-25 70 66 - 72 25,0 1xM8 1dilny
GBS 76-25 76 72-78 25,0 1xM8 1dilny
GBS 78-25 78 74 - 80 25,0 1xM8 1dilny
GBS 83-25 83 79-85 25,0 1xM8 1dilny
GBS 89-25 89 85 -91 25,0 1xM8 1dilny
GBS 91-25 91 87 - 93 25,0 1xM8 1dilny
GBS 94-25 94 90 - 96 25,0 1xM8 1dilny
GBS 105-25 - 101 - 107 25,0 1xM8 1dilny
GBS 116-25 116 112-118 25,0 1xM8 1dilny
GBS 118-25 118 114 - 120 25,0 1xM8 1dilny
GBS 145-25 145 137 - 149 25,0 2xM8 2dilny
GBS 170-25 170 162 -174 25,0 2xM8 2dilny
GBS 225-25 225 217 - 229 25,0 2xM8 2dilny

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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