SRS 30-100 VG
Trubkova spona, tézka konstrukcni fada HANSA[/FLEX

Vlastnosti

Konstrukce jednotrubkova spona
Konstrukéni dopInék  Vnitini strana spony s Zebrem
Typova fada tézka

Norma DIN 3015-2

Teplota min. -50 °C

Teplota max. 120 °C

Material plna pryz Shore 64°/73°
Popis

Zebra na vnitfni strané objimek plsobi tiumivé vi&i raztim a vibracim a zachycuiji sily ptisobici ve sméru osy trubky.
Mezera mezi obéma polovinami vyvolava predpéti trubky.

Upozornéni k objednavkam
1 kus = 2 poloviny pfichytky

Vyrobek
Oznaceni Velikost prichytky Vnéjsi @ trubky d2 Vnéjsi @ trubky d2

(mm)

SRS 3006 VG 1 6,0 - 30 33 32 56 2
SRS 3008 VG 1 8,0 5/16" 30 33 32 56 2
SRS 3010 VG 1 10,0 - 30 33 32 56 2
SRS 3012 VG 1 12,0 - 30 33 32 56 2
SRS 3012.7 VG 1 12,7 1/2" 30 33 32 56 2
SRS 3013.5 VG 1 13,5 - 30 33 32 56 2
SRS 3014 VG 1 14,0 - 30 33 32 56 2
SRS 3015 VG 1 15,0 - 30 33 32 56 2
SRS 3016 VG 1 16,0 5/8" 30 33 32 56 2
SRS 3017.2 VG 1 17,2 - 30 33 32 56 2
SRS 3018 VG 1 18,0 - 30 33 32 56 2
SRS 4019 VG 2 19,0 3/4" 30 45 48 71 2
SRS 4020 VG 2 20,0 - 30 45 48 71 2
SRS 4021.3 VG 2 21,3 - 30 45 48 71 2
SRS 4022 VG 2 22,0 - 30 45 48 71 2
SRS 4023 VG 2 23,0 - 30 45 48 71 2
SRS 4025 VG 2 25,0 1" 30 45 48 71 2
SRS 4026.9 VG 2 26,9 - 30 45 48 71 2
SRS 4028 VG 2 28,0 - 30 45 48 71 2
SRS 4030 VG 2 30,0 - 30 45 48 71 2
SRS 5030 VG 3 30,0 - 30 60 60 86 2
SRS 5032 VG 3 32,0 1.1/4" 30 60 60 86 2
SRS 5033.7 VG 3 33,7 - 30 60 60 86 2
SRS 5035 VG 3 35,0 - 30 60 60 86 2
SRS 5038 VG 3 38,0 1.1/2" 30 60 60 86 2
SRS 5040 VG 3 40,0 - 30 60 60 86 2
SRS 5042 VG 3 42,0 - 30 60 60 86 2
SRS 6038 VG 4 38,0 1.1/2" 45 90 90 117 3
SRS 6040 VG 4 40,0 - 45 90 90 117 3
SRS 6042 VG 4 42,0 - 45 90 90 117 3
SRS 6045 VG 4 45,0 - 45 90 90 117 3
SRS 6048.3 VG 4 48,3 - 45 90 90 117 3
SRS 6050 VG 4 50,0 - 45 90 90 117 3
SRS 6051 VG 4 51,0 2" 45 90 90 117 3
SRS 6052 VG 4 52,0 - 45 90 90 117 3
SRS 6055 VG 4 55,0 - 45 90 90 117 3
SRS 6057 VG 4 57,0 2.1/4" 45 90 90 117 3
SRS 6060.3 VG 4 60,3 - 45 90 90 117 3
SRS 6063 VG 4 63,0 2.1/2" 45 90 90 117 3
SRS 6065 VG 4 65,0 - 45 90 90 117 3
SRS 6070 VG 4 70,0 - 45 90 90 117 3
—
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SRS 30-100 VG
Trubkova spona, tézka konstrukcni fada HANSA[/FLEX

Varianty produktu

SRS 30-100 AL Trubkova spona, tézka konstrukéni fada, Vnitfni strana spony s Zzebrem
SRS 30-100 PA Trubkova spona, tézka konstrukéni fada, Vnitfni strana spony s Zebrem
SRS 30-100 PP Trubkova spona, tézka konstrukéni fada, Vnitfni strana spony s Zebrem

SRS 30-100 PP G Trubkova spona, téZka konstrukéni fada, Vnitini strana spony hladka

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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