I-DWR
Vedent pistnice, I-DWR HANSAVFLEX

Vlastnosti

Kluzn4 rychlost max. 0,8 m/s = L

M&mny tlak pfi 20 °C 15 N/mm2; pfi 100 °C 10 N/mm2 |

Teplota min. -30 °C I

Teplota max. 110 °C

Média migerélni cileje To:leranz ;JOIEWECE
voani emulze

Montaz vlozit do drazky f7 *g’% +g'1“

Material acetalova pryskyfice + sklenéna viakna

Upozornéni

vypocet posouvajici sily; F=pxDxLxn
F = max. posouvajici sila (N)

p = max. mérny tlak (N/mm2)

D x L = posunuta plocha (mmz2)

n = pocet krouzkud

Popis

jednoduché opracovani a vestavna montaz do drazky

vysoka nosnost

Nizky faktor opotiebeni a minimalni koeficient treni (od 0,05 do 0,1), moznost dodani riznych rozméra.

Upozornéni k objednavkam
Vodici krouzky o priméru 20 az 510 mm je mozné dodat s kratkou dodaci IhGtou.

Vyrobek
Oznaceni D d L
(mm) (mm) (mm)
I-DWR 18-2-9.6 22 18 9,60
I-DWR 20-2-9.6 24 20 9,60
I-DWR 25-2-9.6 29 25 9,60
I-DWR 28-2-9.6 32 28 9,60
I-DWR 30-2-9.6 34 30 9,60
I-DWR 30-3-9.6 36 30 9,60
I-DWR 32-2-9.6 36 32 9,60
I-DWR 32-3-10 38 32 10,00
I-DWR 34-2-9.6 38 34 9,60
I-DWR 35-2-9.6 39 35 9,60
I-DWR 35-2-12.8 39 35 12,80
I-DWR 35-3-9.6 41 35 9,60
I-DWR 36-2-9.6 40 36 9,60
I-DWR 36-3-9.6 42 36 9,60
I-DWR 38-2-9.6 42 38 9,60
I-DWR 38-2-18 42 38 18,00
I-DWR 40-2-9.6 44 40 9,60
I-DWR 40-3-9.6 46 40 9,60
I-DWR 40-3-12.8 46 40 12,80
I-DWR 42-3-9.6 48 42 9,60
I-DWR 44-3-9.6 50 44 9,60
I-DWR 45-3-9.6 51 45 9,60
I-DWR 45-3-12.8 51 45 12,80
I-DWR 48-3-9.6 54 48 9,60
I-DWR 50-3-9.6 56 50 9,60
I-DWR 50-3-12.8 56 50 12,80
I-DWR 53-3-9.6 59 53 9,60
I-DWR 55-3-9.6 61 55 9,60
I-DWR 55-3-12.8 61 55 12,80
I-DWR 56-3-12.8 62 56 12,80
I-DWR 60-3-12.8 66 60 12,80
I-DWR 63-3-12.8 69 63 12,80
=
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I-DWR
Vedent pistnice, I-DWR HANSAVFLEX

Vyrobek
Oznaceni D d L
(mm) (mm) (mm)

I-DWR 65-3-12.8 71 65 12,80
I-DWR 70-3-12.8 76 70 12,80
I-DWR 75-3-12.8 81 75 12,80
I-DWR 75-3-19.2 81 75 19,20
I-DWR 76-3-12.8 82 76 12,80
I-DWR 78-3-25 84 78 25,00
I-DWR 80-3-12.8 96 80 12,80
I-DWR 90-3-12.8 96 90 12,80
I-DWR 100-3-12.8 106 100 12,80
I-DWR 105-3-12.8 111 105 12,80
I-DWR 105-3-19.2 111 105 19,20
I-DWR 110-3-12.8 116 110 12,80
I-DWR 110-3-25.75 116 110 25,75
I-DWR 115-3-12.8 121 115 12,80
I-DWR 125-3-12.8 131 125 12,80
I-DWR 130-3-12.8 136 130 12,80
I-DWR 145-3-12.8 151 145 12,80
I-DWR 160-3-19.2 166 160 19,20
I-DWR 200-3-19.2 206 200 19,20

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
08.11.2025 HANSA-FLEX AG www.hansa-flex.com 2



