GAR ABS
Stiraci krouzek, GA-R HANSAVFLEX

Vlastnosti
Konstrukce Stiraci krouzek | i }
Kluzné rychlost max. 0,5 m/s @ : @—j '+‘
Teplota min. -30°C '
Teplota max. 100 °C
Média mineralni oleje Taleranz / Tolerance
vodni emulze d D L
Montaz vtlagi se do oteviené drazky h1 | He "‘3130
Material (1) Objimka: ocel
(2) Stiraci krouzek: 90° Shore A NBR
Pouziti Hydraulika
Popis

Minimalni pozadavky na misto
VnéjSim kovovym krouzkem nepronikaji zadné necistoty.
Jednoduché feseni.

Upozornéni k objednavkam
V pfipadé zvlastnich provoznich podminek (tekutina, teplota, tlak apod.) se na nas obratte.
Dal$i mozny material: FPM.

Vyrobek
Oznaceni d D L H
(mm) (mm) (mm) (mm)
GA 12 18-3-R 12 18,0 3,5 5,0
GA 14 20-3-R 14 20,0 3,5 50
GA 15 21-3-R 15 21,0 3,5 5,0
GA 16 22-3-R 16 22,0 3,5 50
GA 18 28-5-R 18 28,0 5,0 7,0
GA 20 30-5-R 20 30,0 5,0 7,0
GA 22 32-5-R 22 32,0 5,0 7,0
GA 25 35-5-R 25 35,0 5,0 7,0
GA 28 38-5-R 28 38,0 5,0 7,0
GA 30 40-5-R 30 40,0 5,0 7,0
GA 30 40-7-R 30 40,0 7,0 10,0
GA 32 42-5-R 32 42,0 5,0 7,0
GA 36 46-5-R 36 46,0 5,0 7,0
GA 40 50-5-R 40 50,0 5,0 8,0
GA 42 52-5-R 42 52,0 5,0 7,0
GA 45 55-5-R 45 55,0 5,0 7,0
GA 50 60-5-R 50 60,0 5,0 7,0
GA 55 65-5-R 55 65,0 5,0 7,0
GA 56 66-5-R 56 66,0 5,0 7,0
GA 60 70-5-R 60 70,0 5,0 7,0
GA 63 73-5-R 63 73,0 5,0 7,0
GA 65 75-5-R 65 75,0 5,0 7,0
GA 70 80-5-R 70 80,0 5,0 7,0
GA 75 83-7-R 75 83,0 7,0 10,0
GA 80 88-7-R 80 88,0 7,0 10,0
GA 80 90-7-R 80 90,0 7,0 10,0

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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