PRT S DN |
Spojka Perrot zastréna ¢ast s hadicovou pripojkou HANSA / FLEX

Vlastnosti
Ptipoj 1 zastréna cast spojky
Material Ocel

Povrchova ochrana  gerna

Vyrobek
Oznaceni Provozni tlak Spojkovy rozmér pro vnitfni prdmér hadice
(bar) (mm) (mm)
PRT S 50 DN 50 12,0 50,0 50
PRT S 70 DN 63 12,0 70,0 63
PRT S 70 DN 70 12,0 70,0 70
PRT S 70 DN 75 12,0 70,0 75
PRT S 89 DN 75 12,0 89,0 75
PRT S 89 DN 80 12,0 89,0 80
PRT S 89 DN 89 12,0 89,0 89
PRT S 108 DN 75 12,0 108,0 75
PRT S 108 DN 90 12,0 108,0 90
PRT S 108 DN 102 12,0 108,0 102
PRT S 108 DN 110 12,0 108,0 110
PRT S 108 DN 152 12,0 108,0 152
PRT S 108 DN 127 12,0 108,0 127
PRT S 133 DN 50 12,0 133,0 50
PRT S 133 DN 76 12,0 133,0 76
PRT S 133 DN 102 12,0 133,0 102
PRT S 133 DN 110 12,0 133,0 110
PRT S 133 DN 127 12,0 133,0 127
PRT S 133 DN 133 12,0 133,0 133
PRT S 133 DN 152 12,0 133,0 152
PRT S 159 DN 50 12,0 159,0 50
PRT S 159 DN 76 12,0 159,0 76
PRT S 159 DN 102 12,0 159,0 102
PRT S 159 DN 127 12,0 159,0 127
PRT S 159 DN 133 12,0 159,0 133
PRT S 159 DN 152 12,0 159,0 152
PRT S 159 DN 159 12,0 159,0 159
PRT S 216 DN 200 12,0 216,0 200

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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