K-LKS 7,8 UWB

Stems and plugs DN 7.8

HANSAVFLEX

Vlastnosti
Provozni tlak

0 - 35 bar, maximum static working pressure (non-
pulsating)

Pratok vzduchu

1.800 I/min (at 6 bar and Ap = 0.5 bar)

Teplota média

-20 °C to +100 °C

Material

mosaz

Upozornéni

Dals$i udaje na dotaz.

Vyrobek
Oznaceni Definice Barva SW
(mm)
K- 07 3502 71 Stem, I.D. 6 zelena -
K- 07 3502 72 Stem, I.D. 9 zelena -
K- 07 3502 73 Stem, I.D. 6 Brown -
K- 07 3502 74 Stem, I.D. 9 Brown -
K- 07 3502 75 Stem, I.D. 6 modra -
K- 07 3502 76 Stem, I.D. 9 modra -
K-07 3502 77 Stem, I.D. 6 Cervena -
K- 07 3502 78 Stem, I.D. 9 Cervena -
K- 07 3502 79 Plug G 1/4 male zelena 17
K- 07 35 02 80 Plug G 3/8 male zelena 19
K- 07 35 02 81 Plug G 1/4 male Brown 17
K- 07 35 02 82 Plug G 3/8 male Brown 19
K- 07 35 02 83 Plug G 1/4 male modra 17
K- 07 35 02 84 Plug G 3/8 male modra 19
K- 07 35 02 85 Plug G 1/4 male Cervena 17
K- 07 35 02 86 Plug G 3/8 male Cervena 19

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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