K-MV G 230 V, 50 - 60 HZ Z

Normally closed, 230 V, 50 to 60 Hz, combined operation

HANSAVFLEX

Vlastnosti
Elektrické zapojeni

For Pg 11P connector socket, acc. to DIN 4400

Stupeni kryti

IP65 (with connector socket fitted)

Teplota média

max. +90 °C with Perbunan-seal; max. +130 °C
with FKM-Seal

Pouzdro, sedlo ventilu

Stainless steel

Vnitfni souéasti

Stainless steel

Tésnéni

Perbunan (NBR) or FKM

Upozornéni

Dals$i udaje na dotaz.

Popis

Available versions, Directly operated, Combined operation

Vyrobek

Oznaceni

max. provozni tlak

Tésnici material

Provedeni

(bar)

K- 07 30 22 99 G1/2 9 16,0 80,0 71,0 3
K- 07 30 23 01 G1/2 9 16,0 80,0 71,0 3
K- 07 30 23 00 G 3/4 9 16,0 80,0 71,0 3

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.

30.03.2026

HANSA-FLEX AG

www.hansa-flex.com 1



