K-BKR IG IG

Brass ball valves, female/female thread

HANSAVFLEX

Vlastnosti
Pracovni tlak

Max. 25 bar

Provoznf tlak

Max. 28 bar

Provozni teplota

-20 oC to +100 oC

Popis zavitu G thread acc. DIN EN ISO 228-1

Pouzdro Nickel-plated brass

Packa Steel Q235-A (1.0038) with blue PVC coating
Kulicka Nickel-plated brass

Utésnénfi kulicky

PTFE

Utésnéni vietena

NBR

Upozornéni

Dal$i udaje na dotaz.

Vyrobek
Oznaceni D]\ Zavit A B L
(mm) (mm) (mm)
K- 07 30 21 61 8 1/4 75,0 38,0 40,0
K- 07 30 21 62 10 3/8 75,0 38,0 40,0
K- 07 30 21 63 15 1/2 96,0 45,0 50,0
K- 07 30 21 64 19 3/4 98,0 45,0 55,0
K- 07 30 21 65 25 1 118,0 55,0 63,0
K- 07 30 21 66 31 11/4 118,0 58,0 73,0
K- 07 30 21 67 37 11/2 138,0 73,0 83,0
K- 07 30 21 68 45 2 160,0 82,0 99,0

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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