K-XVM ZYL POM BLAU
Male connectors, parallel male thread HANSA[/FLEX

L1

Vlastnosti
Provozni tlak 0-10 bar

Teplotni rozsah  -10 °C to +60 °C

Upozornéni
Dals$i udaje na dotaz.

Vyrobek
Oznaceni Zavit pro hadici L1 SW
(mm)

K- 07 40 33 15 G 1/8 6 mm/4 mm 28,0 13 mm
K- 07 40 33 16 G 1/8 8 mm/6 mm 29,5 13 mm
K- 07 40 33 17 G1/4 6 mm /4 mm 31,0 17 mm
K- 07 40 33 18 G 1/4 8 mm /6 mm 32,0 17 mm
K- 07 40 33 19 G 1/4 12 mm/9 mm 37,5 19 mm
K- 07 40 33 20 G 1/4 10 mm /8 mm 34,0 17 mm
K- 07 40 33 21 G 3/8 8 mm/6 mm 34,0 19 mm
K- 07 40 33 22 G 3/8 10 mm /8 mm 35,5 19 mm
K- 07 40 33 23 G 3/8 12mm/9 mm 37,5 19 mm

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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