K-FLASCHENDRUCKR 300 GASE
Regulator tlaku v lahvi, tlak v 1ahvi 300 bar, na hoflavé plyny HANSA[/ FLEX

Vlastnosti

Obsahovy manometr 0 - 200/315 bar (max. cylinder pressure 200 bar),
0 - 300/400 bar (max. cylinder pressure 300 bar),
0 - 18/40 bar for acetylene

Material kujna mosaz
Pripojeni lahve W 30 x 2 ccw
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Upozornéni
Dals$i udaje na dotaz.

Popis
Single-stage type of construction acc. to DIN EN ISO 2503, with shut-off valve and safety valve as well as pressure gauges for the cylinder contents
and working pressure.

Vyrobek
Oznaceni Typ plynu Provozni tlak v barech
K- 07 25 07 27 Fuel gas 0-1,5bar
K- 07 25 07 26 Fuel gas 0-10,0 bar
Nahradni dily
~ Content pressure
K-MANO SCHWEISSTECHNIK gauge
~ Pressure gauges for
K-MANO SCHW welding

K-SCHUTZKAPPE MANOMETER  Ochranné kryty

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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