K-PRAEZIONSFILTERREGLER
Precision filter regulators HANSA[/F LEX

Vlastnosti ﬁ”—
Tlak na vstupu Max. 16 bar i
Teplota média max. 60 °C ,';|4!|
Teplota okoli Max. 60 °C _J :
Média Micro-filtered, unoiled compressed air . fg, @ 1{ =

(0.01 pm) _‘_‘F—I_Y ==
Pripojent u i ysté G 1/4 [
Sitka péru ve filtraéni vioZce 10 ym i '_--L----JI
Tésnici material Nitrilkaucuk 1 | r
Pouzdro Die-cast zinc - A
Vlastni spotfeba vzduchu 0.01 I/min, depending on input

pressure and control range

Upozornéni

The given flow rates are based on the following parameters: 750 I/min: P1: 8 bar, P2: 2 bar, Ap < 0.2 bar
750 I/min: P1: 8 bar, P2: 3 bar, Ap < 0.5 bar

750 I/min: P1: 8 bar, P2: 5 bar, Ap < 0.7 bar

DalSi udaje na dotaz.

Popis
Diaphragm pressure regulators containing no non-ferrous metals, with selfrelieving design, combined with a centrifugal separator for applications
requiring an extremely accurate working pressure.

Dalsi informace
1500 I/min: P1: 10 bar, P2: 7 bar, Ap < 0.1 bar.

Vyrobek

Oznacéeni Zavit Regulaéni rozsah Pratok A B C D
(L/min) (mm) (mm) (mm)

K- 07 25 09 86 G1/4 0.1 -2 bar 750 60,0 216,0 mm 120,0 96,0

K- 07 25 09 87 G 1/4 0.1 - 3 bar 750 60,0 216,0 mm 120,0 96,0

K- 07 25 09 88 G1/4 0.2 - 5bar 750 60,0 216,0 mm 120,0 96,0

Nahradni dily

K-HALTERBAUSATZ STANDARD Holder

K-VERSCHLEI-SATZ Set of wearing parts

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
27.03.2026 HANSA-FLEX AG www.hansa-flex.com 1



