K-FI PC-BEHAELTER SCHUTZK HANSA

Filters

HANSAVFLEX

Vlastnosti
Tlak na vstupu

1.5-16 bar

Teplotni rozsah

-10°Cto +50 °C

Média

Stlaceny plyn

Jemnost filtru

5,00 pm

Tésnici material

Nitrilkaucuk

Pfipojovaci zavit

Material: Die-cast zinc

=

Néadoba Polycarbonate (with bayonet lock)

Filtraéni prvek Cellpor (PE)
Pouzdro Material: Grivory® (PA 66) N
Ochranny kos&ik Polyamide

Mé&reni hodnoty pritoku At P2 = 6 bar, pressure drop Ap = 1 bar

Upozornéni
Dal$i udaje na dotaz.

Popis

Filters with excellent flow rates in modern design.

Vyrobek

Oznaceni Konstrukéni velikost Vypousténi kondenzatu
K- 07 25 05 64 G1/4 2000 52,0 164,0 mm 34,0 1 Semi
K- 07 25 05 65 G 3/8 2000 52,0 164,0 mm 34,0 1 Semi
K- 07 25 05 66 G 3/8 3500 63,0 189,5 mm 42,5 2 Semi
K- 07 25 05 67 G1/2 3500 63,0 189,5 mm 42,5 2 Semi
K- 07 25 05 60 G 3/4 9000 85,0 250,0 mm 58,0 4 Semi
K- 07 25 05 61 G1 9000 85,0 250,0 mm 58,0 4 Semi
K- 07 25 05 68 G1/4 2000 52,0 181,0 mm 34,0 1 Auto
K- 07 25 05 69 G 3/8 2000 52,0 181,0 mm 34,0 1 Auto
K- 07 2505 70 G 3/8 3500 63,0 206,0 mm 42,5 2 Auto
K- 07 25 05 71 G1/2 3500 63,0 206,0 mm 42,5 2 Auto
K- 07 25 05 62 G 3/4 9000 85,0 264,0 mm 58,0 4 Auto
K- 07 25 05 63 G1 9000 85,0 264,0 mm 58,0 4 Auto
Nahradni dily

K-HALTERBAUSATZ HANSA Holder HANSA

Spare tank HANSA
polycarbonat

Filter element

K-ERSATZBEHAELTER HANSA POLY
K-FILTERELEMENT

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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