K-WKYV 2/2 BEIDS STECK
2/2-way toggle valves, discharge port on both sides, plug-in

connector HANSA[/FLEX

Vlastnosti ) c

Provozni tlak max. 8 bar

Teplotni rozsah 0°Cto+70°C —

Zavit na strané rozvadéce M 12 x 0.75 (sheet thickness max. 4

mm)

Vnitfni soucasti Brass with a bare metal surface B

Té&snici material Nitrilkaucuk \

Duty 8roub, vykyvné rameno, packa pfepinate  Nickel-plated brass /

Tésnéni (neztratitelna) Polyamide (glass fibre-reinforced) :
LU

Upozornéni

Dals$i udaje na dotaz.

Popis

Manually operated toggle valves, 2/2 and 3/2-way types. For all applications where compressed air must be switched on or off quickly and easily or a
cylinder operated manually. Designed as a banjo-type valve with a hollow bolt and ring piece. Suitable for screwing directly into the equipment or for
panel mounting. Compact type of construction, also ideal where space is restricted.

Vyrobek

Oznaceni Provedeni C pro hadici Zavit SW B

(mm) (mm)
K- 07 1507 17 2/2-way 19,5 4 mm G 1/8 14 mm 55,0
K- 07 1507 18 2/2-way 22,0 6 mm G1/8 14 mm 55,0
K-07 1507 19 2/2-way 22,5 8 mm G1/8 14 mm 55,0
K- 07 1507 15 2/2-way 23,5 6 mm G 1/4 17 mm 60,0
K- 07 1507 16 2/2-way 24,0 8 mm G 1/4 17 mm 60,0
K- 07 1507 14 2/2-way 26,5 10 mm G 1/4 17 mm 60,0

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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