K-WTST SAFETY BK SCHA AN HANSA

SAFETY service unit sets, comprising a ball valve with silencer, start-

up valve and 2-piece service unit HANSA[/FLEX

Vlastnosti &
Tlak na vstupu 2.5-16 bar mm
Tlak na vystupu 0.5- 8 bar e | 0L & = g
Teplotni rozsah -10 °C to +50 °C = e !
Média Stlageny plyn | I W é@i 8
Tésnicl material Nitrilkauguk T
Pfipojovaci zavit Material: Die-cast zinc
Néadoba Polycarbonate (with bayonet lock) and bowl

guard
Filtrani prvek Cellpor (PE) 5 um ET - -
Pouzdro Material: Grivory® (PA 66)
Membrana NBR

Vlastni spotfeba vzduchu  Max. 1.5 I/min (depending on secondary
pressure)

Méreni hodnoty pritoku At P1 =10 bar, P2 = 6.3 bar and pressure
drop Ap =1 bar

Pfipoj odvétr. Kulovy kohout  Silencer

Upozornéni
Dalsi udaje na dotaz.

Popis
These compressed air service unit sets, comprising a ball valve with silencer, a start-up valve and one out of a pressure regulator, filter regulator
or service unit, meet even the strictest requirements for operating reliability and accident prevention!

Upozornéni k objednavkam
The price does not include a key lock and padlock. Please order separately. For accessories and spare parts, refer to individual components: ball
valve, start-up valve, pressure regulator, filter regulator, 2-piece service unit

Vyrobek
Oznaceni Pratok Vypousténi kondenzatu
(L/min)
K- 07 25 15 38 G1/4 1750 208,0 225,0 mm 95,5 Semi
K- 07 25 15 39 G 3/8 1750 208,0 225,0 mm 95,5 Semi
K- 07 25 15 40 G 3/8 3500 252,0 257,0 mm 110,0 Semi
K- 07 25 15 41 G1/2 3500 252,0 257,0 mm 110,0 Semi
K- 07 25 15 42 G 3/4 10000 340,0 329,0 mm 137,0 Semi
K- 07 25 15 43 G1 10000 340,0 329,0 mm 137,0 Semi
K- 07 25 15 44 G1/4 1750 208,0 243,0 mm 95,5 Auto
K- 07 25 15 45 G 3/8 1750 208,0 243,0 mm 95,5 Auto
K- 07 25 15 46 G 3/8 3500 252,0 274,0 mm 110,0 Auto
K- 07 25 15 47 G1/2 3500 252,0 274,0 mm 110,0 Auto
K- 07 25 15 48 G 3/4 10000 340,0 343,0 mm 137,0 Auto
K- 07 25 15 49 G1 10000 340,0 343,0 mm 137,0 Auto
Prislusenstvi
K-STECKSCHLOSS Key lock

K-VORHAENGESCHLOSS  Padlock

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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