K-SCHALLDAE SINTERBR AG 569
Silencers, sintered bronze, flat type with male thread, 569 Series HANSA[/FLEX

Vlastnosti
Provozni tlak 0- 8 bar
Provozni teplota -10 °C to +250 °C

Hladina hluénosti 6 bar 71 ~ 108 dB(A)

Upozornéni
Dals$i udaje na dotaz.

Popis

For reducing the exhaust noise generated by pneumatic equipment.

Vyrobek

Oznaceni Zavit A B Cc SW
(mm) (mm) (mm)

K- 07 40 34 93 M5 4,0 8,0 7,8 8 mm

K- 07 40 34 94 G 1/8 6,0 13,0 12,8 13 mm

K- 07 40 34 95 G1/4 7,5 16,5 14,8 15 mm

K- 07 40 34 96 G 3/8 7,5 16,5 18,8 19 mm

K- 07 40 34 97 G1/2 9,0 18,5 23,0 24 mm

K- 07 40 46 97 G 3/4 11,0 19,5 26,0 27 mm

K- 07 40 46 98 G1 14,0 24,0 35,0 36 mm

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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