K-SAUGKOERBE FUER RUECKSCHLAGV
Strainers for check valves HANSA[/FLEX

Vlastnosti

Popis zavitu Stainless steel 1.4301
Teplotni rozsah max. +150 °C
Tésnici material Nitrilkaucuk

Pouzdro, filtraéni tkanina ~ Stainless steel 1.4301
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Popis
Corrosion resistant screw-in strainer, all stainless steel, to suit foot-operated or check valves.
Vyrobek
Oznadeni Zavit D L Sitka ok
(mm) (mm) (mm)
K- 07 30 30 52 G 3/8 19,0 55,0 1,0
K- 07 30 30 47 G1/2 22,0 55,0 1,0
K- 07 30 30 51 G 3/4 29,0 62,0 1,0
K- 07 30 30 44 G1 36,0 71,0 1,0
K- 07 30 30 46 G11/4 43,0 80,0 1,0
K- 07 30 30 45 G11/2 49,0 90,0 1,0
K- 07 30 30 48 G2 60,0 101,0 1,0
K- 07 30 30 49 G21/2 80,0 111,0 1,8
K- 07 30 30 50 G3 92,0 125,0 1,8

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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