K-SCHUTZROHRE EINSCHRAUB
Screw-in thermowells HANSA[/F LEX

Vlastnosti

Provozni tlak Max. 6 bar (copper alloy), Max. 25 bar (stainless
steel)

@ tésnici pasky 26 mm

@ ochranné trubky 10 mm
Material Copper alloy, CrNi-Steel 1.4571

Upozornéni
Dals$i udaje na dotaz.

Popis

For bimetallic thermometers in the »High quality« series.

Vyrobek

Oznaceni PFipojovaci zavit Délka pro vestavnou montaz Material

K- 07 20 11 35 G1/2 L1 =63 mm 27 Copper alloy

K- 07 20 11 36 G1/2 L1 =100 mm 27 Copper alloy

K- 07 20 11 37 G1/2 L1 =160 mm 27 Copper alloy

K- 07 20 11 38 G1/2 L1 =63 mm 27 CrNi steel 1.4571
K- 07 20 11 39 G1/2 L1 =100 mm 27 CrNi steel 1.4571
K- 07 20 11 40 G1/2 L1 =160 mm 27 CrNi steel 1.4571
Prislusenstvi

K-BIMETALLTHERMOMETER 52-2  Bimetallic thermometers

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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