K-V 331 IG AG

Unions 331, flat seat, female/male, with NBR-seal (NBR with aramide

fiben) HANSAVFLEX

Vlastnosti

Povrch Hot dip galvanised

Teplotni rozsah  -20 °C to +300 °C (at 20 bar)
Pfipojovaci zavit  acc. ISO 7-1

Material Black malleable iron B350-10, design symbol A
Osvédceni DIN DVGW
Upozornéni

Dals$i udaje na dotaz.

Popis

Acc. to DIN EN 10242 (formerly DIN 2950). The classic - and the most popular - screw fitting series for pipe construction. These fittings are
characterized by their high mechanical strength and surface quality to DIN 2444. They are completely coated with a layer of pure zinc and are
therefore suitable for drinking water. They are also protected against rust. The fittings are used in pipe construction, plumbing and gas
installations as well as a wide range of industrial applications.

Dalsi informace
Further types and dimensions on request.

Vyrobek

K- 07 40 52 32 Rp/R 1/4
K- 07 40 52 36 Rp/R 3/8
K- 07 40 52 31 Rp/R 1/2
K- 07 40 52 35 Rp/R 3/4
K- 07 40 52 29 Rp/R 1

K- 07 40 52 30 Rp/R 1 1/4
K- 07 40 38 08 Rp/R11/2
K- 07 40 52 33 Rp/R 2

K- 07 40 52 34 Rp/R 2 1/2

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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