K-WV 5/2 LOCHBILD NAMUR
5/2-way spool valves with NAMUR style interface HANSA[/ FLEX

Vlastnosti
Média Air, neutral gases, filtered
Pracovnf tlak 1.5to0 10 bar

Provozni teplota  -20 °C to +70 °C

Elektrické zapojeni  Plug connector PG 9

Baleni obsahuje  Plug connector PG 9, 1 coding pin, 2 O-rings, 2
fixing screws

PFikon 3 W=/5 VA~
Pouzdro Aluminium, anodised
Soupatko Stainless steel

Tésnici material Nitrilkaucuk

Upozornéni
Dal$i udaje na dotaz.

Popis
3/2 and 5/2-way spool valves, monostable, with air purging function and pneumatic spring return. With latching manual operator and optional outgoing
air restriction.

Two or three-piece service units with excellent flow rates in modern design. <br>Lockable diaphragm pressure regulator with secondary ventilation, oil
can be filled without interrupting operation.<br>

Vyrobek

Oznaceni Napéti PFipoj D]\ Pratok
(L/min)

K- 07 15 00 07 230V, 50 Hz G1/4 7 1250

K- 07 15 00 08 24V DC G1/4 7 1250

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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