K-SVKM NW 7,2 ABSP AG MS

Quick disconnect couplings DN 7.2, both sides sealing, brass, male

Vlastnosti
Provozni tlak

0 - 35 bar, maximum static working
pressure (non-pulsating)

Pratok vzduchu

700 I/min (at 6 bar and Ap = 0.5 bar)

Teplota média

-20 °Cto +100 °C

Pouzdro, objimka, télo ventilu

Brass

Pruzina, rozp&rny pojistny krouzek, kulit¢ky

Stainless steel

HANSAVFLEX

Tésnici material Nitrilkaucuk

Upozornéni
Dals$i udaje na dotaz.

Popis
Couplings, stems and plugs are fitted with a valve. Connection: Both valves open and the medium is allowed to pass. Disconnection: Both valves close
and the medium is prevented from escaping.

Vyrobek

Oznaceni PFipoj Délka SW
(mm) (mm)

K- 07 35 07 50 G 1/4 male 411 22

K- 07 35 07 51 G 3/8 male 41,1 22

K- 07 35 07 52 G 1/2 male 441 24

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.

26.12.2025 HANSA-FLEX AG www.hansa-flex.com 1



