K-WV 5/2 EINS PNEU
5/2-way spool valves, single pneumatic HANSA[/FLEX

Vlastnosti
Funkce 5/2-way 2?
Provozni tlak 2:5) - 10 bar; Max. vacuum 10 bar (external pilot

air,
Min. pracovni tlak 2,5 bar - ‘[} f\f\!
Teplotni rozsah -10 °C to +60 °C Ly ¥ bp L
Prittok 6 bar a 10 bar 1500 Ni/min (G 1/4), 4600 Ni/min (G 1/2) Monostable
Elektrické zapojenl  Coupler plug PG 9 - form B monostabil
Stuperi kryti IP 65 (DIN 46244)
Pouzdro Anodised aluminium, blue

Pistové Soupatko Stainless steel

Tésnici material Nitrilkaucuk

Upozornéni
Dal$i udaje na dotaz.

Popis

This valve design, featuring the Tapered Tee Seal®, offers the ability to run without lubrication and supports almost any compressed air quality.
<br>The valves are largely resistant to dirt and can thus also be used under extreme conditions without any problems. <br>Leakage is now a thing of
the past and the spool no longer sticks, even after long idle periods.

Vyrobek

Oznaceni PFipoj Cislo schématu zapojeni Ovladani
K- 07 1502 17 G1/4 8 27

K- 07 1502 18 G1/2" 15 27

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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