K-VTD 7,4 |
Porting boxes with pushbutton-type safety coupling DN 7.4 HANSA /FLEX

Vlastnosti

Provozni tlak max. 12 bar

Teplotni rozsah -10 °C to +50 °C

Pouzdro Glass fibre-reinforced plastic
Zavit Brass

Tocivy moment upevnéni 4 Nm

Togivy moment zavit MS 12 Nm

Upozornéni
Dals$i udaje na dotaz.

Popis

2 or 3-way porting boxes made of high-strength glass fibre-reinforced plastic for a wide range of applications. Available with 2 or 3 pre-assembled,
pushbutton-type safety couplings and 2 inlet thread sizes. All porting boxes have a robust brass thread insert for high torques and are
TUV-certified.

Vyrobek

Oznaceni Zavit vstup Pripojovaci spojka
K- 07 40 48 21 G1/2" 2 x Safety coupling
K- 07 40 48 22 G1/2" 3 x Safety coupling
K- 07 40 48 23 G 3/4" 2 x Safety coupling
K- 07 40 48 24 G 3/4" 3 x Safety coupling

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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