K-GMM U1

Glycerine-filled pressure gauges, connection radial on bottom

Vlastnosti

Typ 213.40

Provedeni Manometr s Bourdonovou trubici s
glycerinovou naplni

Pouziti For gaseous or liquid media which do not

corrode copper alloy,do not have high
viscosity and do not crystallise

Jakostni tfida 1,0

Teplota média max. +60 °C
Teplota okoli -20 °C az +60 °C
Krouzek s lemovanym okrajem  CrNi steel

Pouzdro

Pressed brass

Mé&fici &len

Copper alloy (9 63), Copper alloy < 100 bar\
nCrNi steel 1.4571 = 100 bar (& 100)

Prahledové sklo

Plexiglass

Rugicka

Copper alloy

Upozornéni
Dals$i udaje na dotaz.

Popis
Pro mista méfeni s vysokym dynamickym tlakovym zatiZzenim a vibracemi
Vyrobek
Oznaceni Rozsah mérena (%] PFipoj
(mm)
K- 07 20 02 32 -1/0.0 bar 100,0 G1/2"
K- 07 20 02 33 -1/+0.6 bar 100,0 G1/2"
K- 07 20 02 34 -1/+1.5 bar 100,0 G1/2"
K- 07 20 02 35 -1/+3.0 bar 100,0 G1/2"
K- 07 20 02 36 -1/+5.0 bar 100,0 G1/2"
K- 07 20 02 37 -1/+9.0 bar 100,0 G1/2"
K- 07 20 02 38 -1/+15.0 bar 100,0 G1/2"
K- 07 20 02 39 0-0.6 bar 100,0 G1/2"
K- 07 20 02 40 0-1.0 bar 100,0 G1/2"
K- 07 20 02 41 0-1.6 bar 100,0 G1/2"
K- 07 20 02 42 0-2.5bar 100,0 G1/2"
K- 07 20 02 43 0-4.0 bar 100,0 G1/2"
K- 07 20 02 44 0-6.0 bar 100,0 G1/2"
K- 07 20 02 45 0-10.0 bar 100,0 G1/2"
K- 07 20 02 46 0-16.0 bar 100,0 G1/2"
K- 07 20 02 47 0-25.0 bar 100,0 G1/2"
K- 07 20 02 48 0-40.0 bar 100,0 G1/2"
K- 07 20 02 49 0 -60.0 bar 100,0 G1/2"
K- 07 20 02 50 0-100.0 bar 100,0 G1/2"
K- 07 20 02 51 0-160.0 bar 100,0 G1/2"
K- 07 20 02 52 0-250.0 bar 100,0 G1/2"
K- 07 20 02 53 0-400.0 bar 100,0 G1/2"
K- 07 20 02 54 0-600.0 bar 100,0 G1/2"
K- 07 20 02 55 0-1000.0 bar 100,0 G1/2"

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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