K-SOFT PVC SET SVKM TUE NW?7,2

Soft PVC workshop hose kits with quick diconnect couplings and

Stoms DN 72 HANSAVFLEX

Vlastnosti
Vnitini vrstva Soft-PVC, black
Vlozka polyesterovy uplet

Vnéjsi vrstva Soft-PVC, blue
Provozni teplota  -20 °C to +60 °C

Upozornéni
Dals$i udaje na dotaz.

Popis

Highly flexible hose for compressed air applications in workshop areas. Assembled wit brass stem and brass quick disconnect coupling DN 7.2

Vyrobek

Oznaceni @ hadice vnitini @ hadice vnéjsi Max. provozni tlak pfi 20 °C Délka hadice
(mm) (mm) (bar) (m)

K- 07 10 11 91 6,3 11,0 15 5

K- 07 10 11 85 6,3 11,0 15 10

K- 07 10 11 87 6,3 11,0 15 15

K- 07 10 11 88 6,3 11,0 15 20

K- 07 10 11 90 6,3 11,0 15 25

K- 07 10 11 99 9,0 14,5 15 5

K- 07 10 11 93 9,0 14,5 15 10

K- 07 10 11 95 9,0 14,5 15 15

K- 07 10 11 96 9,0 14,5 15 20

K- 07 10 11 98 9,0 14,5 15 25

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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