K-L-RINGSTUECK1
L-ring nipples HANSA[/F LEX

Vlastnosti L1
Pracovni tlak Max. 16 bar

Provozni teplota -20 °C to +70°C

Material poniklovana mosaz L'_

Pritlaény krouzek  Hostaform

Rozpinaci krouZzek  Stainless steel rl—

Upozornéni
Dals$i udaje na dotaz.

Popis

The advanced version of our highly successful push-in fittings series manufactured in nickel-plated brass. Advantages of this new, optimised series:
Much easier connection and disconnection of the hose, even with repeated mounting, can also be used for non-calibrated hoses, suitable for vacuum
operation.

Vyrobek

Oznaceni pro duty Sroub pro vnéjsi @ hadice

K- 07 40 26 82 M5 4 mm 18,0 9,0
K- 07 40 26 87 G 1/8 4 mm 20,5 15,0
K- 07 40 26 88 G 1/8 6 mm 23,0 15,0
K- 07 40 26 89 G 1/8 8 mm 24,5 15,0
K- 07 40 26 85 G1/4 6 mm 24,0 17,0
K- 07 40 26 86 G1/4 8 mm 26,0 17,0
K- 07 40 26 83 G1/4 10 mm 27,0 17,0
K- 07 40 26 84 G1/4 12 mm 28,0 17,0
K- 07 40 26 92 G 3/8 8 mm 27,0 20,0
K- 07 40 26 90 G 3/8 10 mm 28,0 20,0
K- 07 40 26 91 G 3/8 12 mm 29,0 20,0

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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