K-L-STECKVER SK AGR OR
Banjo elbows with outer hex, parallel male thread with O-ring HANSA[/FLEX

L1

Vlastnosti
Pracovni tlak Max. 16 bar

Provozni teplota -20 °C to +150 °C

Material poniklovana mosaz

Pritlaény krouzek  Nickel-plated brass
O-krouzek FKM (FPM)

Rozpinaci krouzek  Stainless steel

Upozornéni
Dals$i udaje na dotaz.

Popis
Push-in fittings, manufactured entirely in nickel-plated brass. All parts with a parallel thread are supplied with an FPM O-ring.<br>All parts with
conical threads are coated with preCOTE 5 dispersion, all fittings in this series can thus also be used at high temperatures (medium compressed air).

Vyrobek

Oznaceni pro vnéjsi @ hadice

K- 07 40 27 92 M5 4 mm 18,0 17,5 8 mm
K- 07 40 27 93 M5 5mm 19,0 17,5 8 mm
K- 07 40 27 94 M5 6 mm 19,5 19,5 8 mm
K- 07 40 27 98 G 1/8 4 mm 20,5 28,0 14 mm
K- 07 40 27 99 G 1/8 6 mm 23,0 28,0 14 mm
K- 07 40 28 00 G1/8 8 mm 24,5 28,0 14 mm
K- 07 40 27 96 G 1/4 6 mm 24,0 33,0 17 mm
K- 07 40 27 97 G1/4 8 mm 26,0 33,0 17 mm
K- 07 40 27 95 G1/4 10 mm 27,0 33,0 17 mm
K- 07 40 28 02 G 3/8 8 mm 27,0 36,0 19 mm
K- 07 40 47 94 G 3/8 10 mm 28,0 36,0 19 mm
K- 07 40 28 01 G 3/8 12 mm 29,0 36,0 19 mm
K- 07 40 47 93 G1/2 12 mm 34,5 42,0 24 mm

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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