K-FI REG MANO HANSA PRO

Filter regulator, HANSA PRO2 with manual/semi-automatic

condensate drain and pressure gauge, HANSA PRO HANSA[/FLEX

Vlastnosti
Teplota média

-10°Cto +50 °C

Teplota okoli -10 °C to +50 °C
Média Stlaceny plyn
Konstrukce Diaphragm pressure regulator with relieving,

centrifugal filter

ZpUsob upevnéni

Line mounting, panel mounting, mounting kit
or wall mounting

Ovl&dani / pojistka

lockable handwheel

Vestavné poloha

Vertical, drain down

Jemnost filtru 5,00 ym
Pfipoj pro manometr G1/4i
Max. mnoZstvi kondenzatu 49 cc

Jmenovity pritok G 1/2

5.200 I/min (P1 = 10 bar, P2 = 6,3 bar/Delta P
=1 bar)

Jmenovity pratok G 3/8

4.300 I/min (P1 = 10 bar, P2 = 6,3 bar/Delta P

=1 bar)

PE max. 4 Pa 0,5 - 8 bar (Standard)Pa 0,1 - 1 barPa
0,1-2barPa 0,2 - 4 barPa 0,5 - 10 barPa
0,5-16 bar

PE max. 6 16 bar

Filtradni prvek Cellpor

Pouzdro PA66

Membrana, tésnéni Ms/NBR/PA6

Vyrobek

Oznaceni

Regulacni rozsah

Rozsah stupnice

Nadoba
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Konstrukéni velikost Vypousténi kondenzatu

K-07252160 G3/8i 0.1-1bar 0-1,6 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252161 G3/8i 0.1-2bar 0-2,5bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252162 G3/8i 0.2-4bar 0 -6 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252163 G3/8i 0.5-8bar 0- 10 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252164 G3/8i 0.5-10bar 0- 16 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252165 G3/8i 0.5-16bar 0 - 25 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252166 G1/2i 0.1-1bar 0-1,6 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252167 G1/2i 0.1-2bar 0-2,5bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252168 G1/2i 0.2-4bar 0 -6 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252169 G1/2i 0.5-8bar 0-10 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252170 G1/2i 0.5-10 bar 0- 16 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252171 G1/2i 0.5-16 bar 0 - 25 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252172 G3/8i 0.1-1bar 0-1,6 bar zinc with visual display 2 manual / semi-automatic
K-07252173 G3/8i 0.1-2bar 0-2,5bar zinc with visual display 2 manual / semi-automatic
K-07252174 G3/8i 0.2-4bar 0 - 6 bar zinc with visual display 2 manual / semi-automatic
K-07252175 G3/8i 0.5-8bar 0-10 bar zinc with visual display 2 manual / semi-automatic
K-07252176 G3/8i 0.5-10bar 0-16 bar zinc with visual display 2 manual / semi-automatic
K-07252177 G3/8i 0.5-16bar 0-25bar zinc with visual display 2 manual / semi-automatic
K-07252178 G1/2i 0.1-1bar 0-1,6 bar zinc with visual display 2 manual / semi-automatic
K-07252179 G1/2i 0.1-2bar 0-2,5bar zinc with visual display 2 manual / semi-automatic
K-07252180 G1/2i 0.2-4bar 0 - 6 bar zinc with visual display 2 manual / semi-automatic
K-07252181 G1/2i 0.5-8bar 0-10 bar zinc with visual display 2 manual / semi-automatic
K-07252182 G1/2i 0.5-10bar 0-16 bar zinc with visual display 2 manual / semi-automatic
K-07252183 G1/2i 0.5-16bar 0 - 25 bar zinc with visual display 2 manual / semi-automatic

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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