K-VERTEILER 3-FACH HANSA PRO
Distributor 3-fold with pressure switch, HANSA PRO HANSA,/ FLEX

Jmenovity pratok G 1/2  11.000 I/min (P1 = 6 bar/Delta P = 1 bar)
Jmenovity pratok G 3/8  7.250 I/min (P1 = 6 bar/Delta P = 1 bar)

Jmenovity pritok vzadu (P-E)  2.250 I/min (P1 = 6 bar/Delta P = 1 bar
Jmenovity pritok nahofe (P-D)  2.250 I/min (P1 = 6 bar/Delta P = 1 bar
Jmenovity pritok dole (P-B)  5.500 I/min (P1 = 6 bar/Delta P = 1 bar
Jmenovity pritok vpfedu (P~C)  2.250 I/min (P1 = 6 bar/Delta P = 1 bar]

Vlastnosti B K
Teplota média -10 °C to +50 °C ™ @1
Teplota okoli -10 °C to +50 °C \T} l.
Média Stlageny plyn . |
ZpUsob upevnéni Line mounting, mounting kit or wall = N

mounting ] E | “'_“x',.-—-" ]
Vestavna poloha Any 1 - :
Rozsah nastaveni 0,3 -2 bar | 1
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PE max. 11 16 bar

Pouzdro PAG6

Vyrobek

Oznaceni PFipoj P + A Pfipoj B Pfipoj C PFipoj D Pripoj E Trhaci tlak Konstrukéni velikost
(bar)

K- 07 25 22 38 G3/8i G1/2i G3/8i G1/4i G3/8i 5 2

K- 07 25 22 39 G3/8i G1/2i G3/8i G1/4i G3/8i 10 2

K- 07 25 22 40 G3/8i G1/2i G3/8i G1/4i G3/8i 20 2

K- 07 25 22 41 G3/8i G1/2i G3/8i G1/4i G3/8i 25 2

K- 07 25 22 42 G1/2i G1/2i G3/8i G1/4i G3/8i 5 2

K- 07 25 22 43 G1/2i G1/2i G3/8i G1/4i G3/8i 10 2

K- 07 25 22 44 G1/2i G1/2i G3/8i G1/4i G3/8i 20 2

K- 07 25 22 45 G1/2i G1/2i G3/8i G1/4i G3/8i 25 2

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
01.11.2025 HANSA-FLEX AG www.hansa-flex.com 1



