K-W90 DRV AS-FS

Speed controllers, 90°,connection plug, with built-in indicator

HANSAVFLEX

Vlastnosti

Max. provozni tlak 1 MPa
Min. provozni tlak 0.10 MPa
Odbocky 1

Pocet privoda 1

Orientace okénka displeje  0°

Barva oto¢né hlavy Blue
ZkuSebni tlak 1,50 MPa
Ovladani Flow governing

Teplota média -5 °C to +60 °C (ohne Gefrieren)
-5 °C bis +60 °C (no freezing)

Média Stlaceny plyn

Teplota okoli

Material hadice polyamid, soft polyamid, polyurethane, FEP,
PFA

Rada AS-FS

Dal$i adaje

large rotary knob with push-lock latch
larger free space under the hose
Lockable rotary knob, numeric display

Vyrobek

Oznaceni Konstrukéni velikost Pripoj odbocky PFipoj pfivodu Provedeni Otacky jehly Hmotnost na m

(kg)

K-07303054 1 for hose outer-@2 mm outer thread M 5 with sealing ring 8 0,007
K-07 303057 1 for hose outer-@3.2 mm outer thread M 5 with sealing ring 8 0,007
K-07303055 1 for hose outer-@4 mm outer thread M 5 with sealing ring 8 0,007
K-07 303056 1 for hose outer-@6 mm outer thread M 5 with sealing ring 8 0,008
K-07303062 2 for hose outer-@3.2 mm outer thread R 1/8 Teflon coated 10 0,007
K-07303067 2 for hose outer-@3.2 mm outer thread R 1/4 Teflon coated 10 0,023
K-07 303058 2 for hose outer-@4 mm outer thread R 1/8 Teflon coated 10 0,013
K-07 303063 2 for hose outer-d4 mm outer thread R 1/4 Teflon coated 10 0,023
K-07303059 2 for hose outer-gd6 mm outer thread R 1/8 Teflon coated 10 0,014
K-07303068 2 for hose outer-g6 mm outer thread G 1/8 surface with sealingring 10 0,014
K-07303064 2 for hose outer-@6 mm outer thread R 1/4 Teflon coated 10 0,023
K-07303069 2 for hose outer-@6 mm outer thread G 1/4 surface with sealingring 10 0,023
K-07303060 2 for hose outer-@8 mm outer thread R 1/8 Teflon coated 10 0,015
K-07303065 2 for hose outer-@8 mm outer thread R 1/4 Teflon coated 10 0,024
K-07303070 2 for hose outer-@8 mm outer thread G 1/4 surface with sealingring 10 0,024
K-07303061 2 for hose outer-d10 mm outer thread R 1/8 Teflon coated 10 0,016
K-07303066 2 for hose outer-d10 mm outer thread R 1/4 Teflon coated 10 0,025
K-07303071 2 for hose outer-&10 mm outer thread G 1/4 surface with sealingring 10 0,025
K-07303072 3 for hose outer-@6 mm outer thread R 3/8 Teflon coated 10 0,038
K-07303076 3 for hose outer-@6 mm outer thread G 3/8 surface with sealingring 10 0,038
K-07303073 3 for hose outer-@8 mm outer thread R 3/8 Teflon coated 10 0,038
K-07303077 3 for hose outer-@8 mm outer thread G 3/8 surface with sealingring 10 0,038
K-07303074 3 for hose outer-d10 mm outer thread R 3/8 Teflon coated 10 0,029
K-07303078 3 for hose outer-@10 mm outer thread G 3/8 surface with sealingring 10 0,029
K-07303075 3 for hose outer-@12 mm outer thread R 3/8 Teflon coated 10 0,041
K-07303079 4 for hose outer-&10 mm outer thread R 1/2 Teflon coated 10 0,062
K-07303082 4 for hose outer-@10 mm outer thread G 1/2 surface with sealingring 10 0,062
K-07303080 4 for hose outer-@12 mm outer thread R 1/2 Teflon coated 10 0,064
K-07303083 4 for hose outer-@12 mm outer thread G 1/2 surface with sealingring 10 0,064
K-07303081 4 for hose outer-@16 mm outer thread R 1/2 Teflon coated 10 0,068
K-07303084 4 for hose outer-@16 mm outer thread G 1/2 surface with sealingring 10 0,068

Navzdory nejpeclivéjsi kontrole nemuZeme vyloucit chyby a nepiejimame Zadnou zaruku za obsaZené udaje.
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