
K-DIGIT DRUCKSCHA BN A WASSER PF3W
Digital flow switch for water PF3W

Navzdory nejpečlivější kontrole nemůžeme vyloučit chyby a nepřejímáme žádnou záruku za obsažené údaje.
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Vlastnosti
Konstrukce Digital Flow Switch
Způsob vedení integrated display
Max. provozní tlak 0,0 MPa
Min. provozní tlak 1 bar
Jmenovité napětí 24 V DC
Odběr proudu 50 mA
Indikátor provozního stavu 2-line display

(1st line: 4 digits, 7 segments, 2-color red /
green
2 lines: 6 digits, 11 Segmente, white)
Indicator light output 1.2: orange, with
switching function display An awareness

Kabel vstup/výstup with connection cable with M8-plug
Délka kabelu 3 m
Princip měření Karman vortex
Zkušební tlak 1,50 MPa
Stupeň krytí IP 65
Teplota média 0 °C to +90 °C (without condensate or

freezing)
Média Water and ethylene glycol aqueous solution

(having viscosity max. 3 mPa · s [3 cP])
Řada PF3W
Další údaje Compact design

in steps of 45 ° rotatable display for flexible
installation location
Measuring principle: Karman vortex

Popis
Digital flow switch, series PF3W7, for water, compact design, 45° step rotatable display for flexible installation position, no calibration
necessary, measuring principle: Karman vortex, measuring range: 0.5 to 4.0 l/min, smallest adjustment unit: 0.01 l/min, media temperature: 0 to 90 °C
(no condensation and no freezing), repetition accuracy max. ±2% of the measuring range, operating temperature range 0 to 50 °C, temperature
characteristic max. 5% of the measuring range (based on 25 °C), switch output PNP open collector.<br>Display method: Display with 2 lines (1st line:
4 digits, 7 segments, 2-colour red/green
2nd line: 6 digits, 11 segments, white), operating display output 1.2: orange, with function to switch over the display unit, approvals: CE marking,
UL (CSA), RoHS, connection size G 1, weight: 860 g / 945 g (no cable / with cable), with temperature sensor

Výrobek
Označení Připojovací

závit
Provedení Rozsah

nastavení
Nastavovací
jednotka [min.] 

Rozsah měřená Přesnost opakování Hmotnost
na m 

 (L/min) (kg)
K- 07 50 00 43
K- 07 50 00 47
K- 07 50 00 49
K- 07 50 00 45

G 3/8
G 1/2
G 3/4
G 1

-
-
Separate sensor unit
-

0,01 L/min
0,1 L/min
0,1 L/min
1 L/min

0,01
0,10
0,10
1,00

0.5 bis 4.0 l/min
2 bis 16 l/min
5 bis 40 l/min
10 bis 100 l/min

±5 % from scale (benchmark 25 °C)
±2 % from scale (benchmark 25 °C)
±2 % from scale (benchmark 25 °C)
±5 % from scale (benchmark 25 °C)

0,370
0,335
0,615
0,945


