GE HN AJ VA

Einschraub-Stutzen

HANSAVFLEX

Eigenschaften

Anschluss 1  NPT-AuRengewinde
Dichtform 1 gewindedichtend
Anschluss 2 UN/UNF-Muttergewinde
Dichtform 2  74° Innenkonus
Bauart Einschraub-Stutzen
Bauform gerade
Werkstoff Edelstahl
Artikel
Bezeichnung G1 G2 SW S1
(mm)
GE HN 02 AJ 04 VA 1/8" -27 NPT 7/16" -20 UNF 14 14
GE HN 02 AJ 05 VA 1/8" -27 NPT 1/2" -20 UNF 14 17
GE HN 02 AJ 06 VA 1/8" -27 NPT 9/16" -18 UNF 17 14
GE HN 04 AJ VA 1/4" -18 NPT 7/16" -20 UNF 14 14
GE HN 04 AJ 05 VA 1/4" -18 NPT 1/2" -20 UNF 16 16
GE HN 04 AJ 06 VA 1/4" -18 NPT 9/16" -18 UNF 17 17
GE HN 04 AJ 08 VA 1/4" -18 NPT 3/4" -16 UNF 19 22
GE HN 06 AJ 04 VA 3/8" -18 NPT 7/16" -20 UNF 19 14
GE HN 06 AJ 05 VA 3/8" -18 NPT 1/2" -20 UNF 19 17
GE HN 06 AJ VA 3/8" -18 NPT 9/16" -18 UNF 19 17
GE HN 06 AJ 08 VA 3/8" -18 NPT 3/4" -16 UNF 22 22
GE HN 06 AJ 10 VA 3/8" -18 NPT 7/8" -14 UNF 22 27
GE HN 08 AJ 06 VA 1/2" -14 NPT 9/16" -18 UNF 25 19
GE HN 08 AJ VA 1/2" -14 NPT 3/4" -16 UNF 22 22
GE HN 08 AJ 10 VA 1/2" -14 NPT 7/8" -14 UNF 25 25
GE HN 08 AJ 12 VA 1/2" -14 NPT 1.1/16" -12 UN 27 32
GE HN 12 AJ 08 VA 3/4" -14 NPT 3/4" -16 UNF 27 22
GE HN 12 AJ 10 VA 3/4" -14 NPT 7/8" -14 UNF 32 27
GE HN 12 AJ VA 3/4" -14 NPT 1.1/16" -12 UN 27 32
GE HN 12 AJ 16 VA 3/4" -14 NPT 1.5/16" -12 UN 32 38
GE HN 16 AJ 12 VA 1"-11,5 NPT 1.1/16" -12 UN 27 38
GE HN 16 AJ VA 1"-11,5 NPT 1.5/16" -12 UN 36 38
GE HN 20 AJ VA 1.1/4" -11,5 NPT 1.5/8" -12 UN 46 50
GE HN 24 AJ VA 1.1/2" -11,5 NPT 1.7/8" -12 UN 58 58

SW, S1, S2 = Schllisselweite

Produktvarianten

GE HN AJ  Einschraub-Stutzen, Stahl

Trotz sorgféltigster Priifung kénnen wir Fehler nicht ausschlieBen und libernehmen keine Gewébhr fiir die enthaltenen Angaben.
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