RT VA
T shaped reducing fitting HANSAVFLEX

Properties
Connection 1 -3  metric cylindrical outer thread

Sealing form 1 -3  24° inner cone

Design Reducing fitting

Construction T shaped

Standard ISO 8434-1

Scope of supply  Socket with union nut and cutting ring
Material Stainless steel

Note

Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe
fittings.

Item
Identification Series Operating pressure D1

(mm)

RTNW 0406 04 HLVA L PN 315 6 8 6 26 11,0 26 11,0 29,0 140 14 14 17 14
RTNW 0408 04 HLVA L PN 315 6 10 6 30 15,0 30 15,0 30,0 150 17 14 19 14
RT NW 06 04 06 HL VA L PN 315 8 6 8 29 14,0 29 14,0 290 140 14 17 14 17
RT NW 06 08 06 HL VA L PN 315 8 10 8 30 15,0 30 15,0 30,0 150 17 17 19 17
RT NW 06 10 06 HL VA L PN 315 8 12 8 32 17,0 32 170 320 170 19 17 22 17
RTNWO080408 HLVA L PN 315 10 6 10 30 15,0 30 15,0 30,0 150 17 19 14 19
RTNWO0806 08 HLVA L PN 315 10 8 10 30 15,0 30 15,0 30,0 150 17 19 17 19
RTNWO080804 HLVA L PN 315 10 10 6 30 15,0 30 15,0 30,0 150 17 19 19 14
RTNWO08 10 08 HLVA L PN 315 10 12 10 32 19,0 32 19,0 320 150 17 19 22 19
RTNWO08 1308 HLVA L PN 315 10 15 10 36 21,0 36 21,0 360 210 19 19 27 19
RTNW1004 10 HLVA L PN 315 12 6 12 32 17,0 32 170 320 170 19 22 14 22
RT NW 10 06 06 HL VA L PN 315 12 8 8 32 17,0 32 170 320 170 19 22 17 17
RTNW1006 10HLVA L PN 315 12 8 12 32 17,0 32 170 320 170 19 2 17 22
RTNW 1008 08 HLVA L PN 315 12 10 10 32 17,0 32 170 320 170 19 2 19 19
RTNW1008 10 HLVA L PN 315 12 10 12 32 17,0 32 170 320 170 19 2 19 22
RTNW1010 08 HLVA L PN 315 12 12 10 32 17,0 32 170 320 170 19 22 22 19
RTNW101310HLVA L PN 315 12 15 12 36 21,0 36 21,0 360 210 19 22 21 22
RTNW1016 10 HLVA L PN 315 12 18 12 39 240 39 240 400 235 24 22 32 22
RTNW 1304 13HLVA L PN 315 15 6 15 36 21,0 36 21,0 360 21,0 19 21 14 27
RTNW 1306 13HLVA L PN 315 15 8 15 36 21,0 36 21,0 360 210 19 21 171 27
RTNW130813HLVA L PN 315 15 10 15 36 21,0 36 21,0 360 210 19 21 19 27
RTNW131010HLVA L PN 315 15 12 12 36 21,0 36 21,0 360 210 19 21 22 22
RTNW131013HLVA L PN 315 15 12 15 36 21,0 36 21,0 360 21,0 19 21 22 27
RTNW131310HLVA L PN 315 15 15 12 36 21,0 36 21,0 360 210 19 217 21 22
RTNW16 06 16 HLVA L PN 315 18 8 18 40 23,5 40 235 390 240 24 32 17 32
RT NW 16 08 08 HL VA L PN 315 18 10 10 39 23,5 39 240 390 240 24 32 19 19
RTNW 16 08 16 HLVA L PN 315 18 10 18 40 23,5 40 235 390 240 24 32 19 32
RTNW16 10 16 HLVA L PN 315 18 12 18 40 23,5 40 235 390 240 24 32 22 32
RTNW16 1316 HLVA L PN 315 18 15 18 40 23,5 40 235 390 240 24 32 21 32
RTNW16 16 08 HLVA L PN 315 18 18 10 39 23,5 39 240 400 235 24 32 32 19
RTNW200820 HLVA L PN 160 22 10 22 44 275 44 275 430 280 27 36 19 36
RTNW201020 HLVA L PN 160 22 12 22 44 27,5 44 275 430 280 27 36 22 36
RTNW201313HLVA L PN 160 22 15 15 43 27,5 43 28,0 430 280 27 36 27 27
RTNW201320 HLVA L PN 160 22 15 22 44 27,5 44 275 430 280 27 36 27 36
RTNW2016 16 HLVA L PN 160 22 18 18 44 27,5 44 275 440 275 27 36 32 32
RTNW2016 20 HLVA L PN 160 22 18 22 44 27,5 44 275 440 275 27 36 32 36
RTNW2020 16 HLVA L PN 160 22 22 18 44 275 44 275 440 275 27 36 36 32
RTNW250825HLVA L PN 160 28 10 28 47 30,5 47 305 460 310 36 41 19 4
RTNW251025 HLVA L PN 160 28 12 28 47 30,5 47 30,5 46,0 31,0 36 4“1 2 M
RTNW251325 HLVA L PN 160 28 15 28 47 30,5 47 306 460 310 36 4“1 27 M
RTNW2516 25 HLVA L PN 160 28 18 28 47 30,56 47 306 470 305 36 4 32 4
RTNW252020 HLVA L PN 160 28 22 22 47 30,5 47 306 470 305 36 41 36 36
RTNW252025 HLVA L PN 160 28 22 28 47 30,5 47 306 470 305 36 41 36 41
RTNW253225HLVA L PN 160 28 35 28 45 30,5 45 30,5 530 345 4 41 50 41
RTNW321032HLVA L PN 160 35 10 35 53 345 53 345 260 150 44 50 19 50

—
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RT VA
T shaped reducing fitting HANSA[/FLEX

Item
Identification Series Operating pressure D1

(mm)

RTNW321332HLVA L PN 160 35 15 35 52 345 52 345 330 210 41 50 27 50
RTNW321632HLVA L PN 160 35 18 35 52 345 52 345 235 395 41 50 32 50
RTNW322032HLVA L PN 160 35 22 35 56 345 56 345 540 375 41 50 36 50
RTNW322532HLVA L PN 160 35 28 35 56 345 56 345 540 375 41 50 41 50
RTNW324032HLVA L PN 160 35 42 35 52 34,5 52 345 56,0 40,0 50 50 60 50
RTNW401340HLVA L PN 160 42 15 42 56 40,0 56 40,0 325 21,0 50 60 27 60
RTNW4016 40 HLVA L PN 160 42 18 42 56 40,0 56 40,0 36,0 235 50 60 32 60
RTNW402040HLVA L PN 160 42 22 42 56 40,0 56 40,0 400 235 50 60 36 60
RTNW402540HLVA L PN 160 42 28 42 56 40,0 56 40,0 430 305 50 60 50 60
RTNW403240HLVA L PN 160 42 35 42 56 40,0 56 40,0 520 345 50 60 50 60
RTNWO060306 HSVA S PN 630 10 6 10 34 175 34 175 330 180 19 2 17 22
RTNW06 0406 HSVA S PN 630 10 8 10 26 150 26 150 250 14,0 17 2 17 22
RTNWO080308HSVA S PN 630 12 6 12 38 21,5 38 21,5 37,0 220 22 24 17 24
RTNW0804 04 HSVA S PN 630 12 8 8 37 215 37 220 37,0 220 22 24 19 19
RTNWO080408HSVA S PN 630 12 8 12 38 21,5 38 21,5 370 220 22 24 19 24
RTNW0806 08 HSVA S PN 630 12 10 12 38 21,5 38 21,5 380 215 22 24 22 24
RTNWO081308HSVA S PN 400 12 16 12 42 255 42 255 430 245 24 24 30 24
RTNW1004 10HSVA S PN 630 14 8 14 40 22,0 40 220 370 220 19 27 19 27
RTNW1006 10HSVA S PN 630 14 10 14 40 22,0 40 220 390 225 19 21 22 27
RTNW130313HSVA S PN 400 16 6 16 43 245 43 245 41,0 26,0 24 30 17 30
RTNW130413HSVA S PN 400 16 8 16 43 245 43 245 410 26,0 24 30 19 30
RTNW1306 13HSVA S PN 400 16 10 16 43 245 43 245 420 255 24 30 2 30
RTNW130813HSVA S PN 400 16 12 16 43 245 43 245 420 255 24 30 24 30
RTNW131013HSVA S PN 400 16 14 16 48 26,5 48 26,5 46,0 265 24 30 27 30
RTNW131613HSVA S PN 400 16 20 16 48 28,5 48 285 480 265 27 30 36 30
RTNW1604 16 HSVA S PN 400 20 8 20 48 26,5 48 265 41,0 260 27 3% 19 36
RTNW1606 16 HSVA S PN 400 20 10 20 48 26,5 48 26,5 46,0 295 27 36 22 36
RTNW160816 HSVA S PN 400 20 12 20 48 26,5 48 26,5 46,0 29,5 27 36 24 36
RTNW16 1016 HSVA S PN 400 20 14 20 48 26,5 48 26,5 46,0 29,5 27 36 30 36
RTNW16 1316 HSVA S PN 400 20 16 20 48 26,5 48 26,5 470 285 27 36 30 36
RTNW 162016 HSVA S PN 400 20 25 20 53 31,5 53 31,5 540 300 36 36 46 36
RTNW2006 20 HSVA S PN 400 25 10 25 54 30,0 54 30,0 46,0 295 36 46 22 46
RTNW200820HSVA S PN 400 25 12 25 54 30,0 54 30,0 46,0 26,5 36 46 24 46
RTNW201020HSVA S PN 400 25 14 25 54 30,0 54 30,0 46,0 295 36 46 27 46
RTNW201320HSVA S PN 400 25 16 25 54 30,0 54 30,0 520 335 36 46 30 46
RTNW201620HSVA S PN 400 25 20 25 54 31,0 54 30,0 530 315 36 46 36 46
RTNW202520HSVA S PN 400 25 30 25 61 37,0 61 370 620 355 41 46 50 46
RTNW250825HSVA S PN 400 30 12 30 62 355 62 355 46,0 295 41 50 24 50
RTNW251325HSVA S PN 400 30 16 30 62 355 62 355 59,0 405 41 46 30 50
RTNW251625HSVA S PN 400 30 20 30 62 355 62 355 600 385 4 50 36 50
RTNW252025HSVA S PN 400 30 25 30 62 355 62 355 610 370 41 50 46 50
RTNW253225HSVA S PN 400 30 38 30 62 355 62 355 670 410 50 50 60 50
RTNW321332HSVA S PN 315 38 16 38 67 41,0 67 41,0 49,0 245 50 60 30 60
RTNW321632HSVA S PN 315 38 20 38 67 41,0 67 41,0 54,0 26,5 50 60 36 60
RTNW322032HSVA S PN 315 38 25 38 67 41,0 67 41,0 500 30,0 50 60 46 60
RTNW322532HSVA S PN 315 38 30 38 67 41,0 67 410 580 355 50 60 50 60
Series: LL = Very light L =Light S=Heavy — PN = Nominal pressure PB = Max. operating pressure — D1, D2, D3 = External pipe diameter

Product versions
RT T shaped reducing fitting, Steel
XRT VA T shaped reducing fitting, Stainless steel
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