VU VA
Screw in fitling HANSAVFLEX

Properties 51 53
Connection 1 UN/UNF external threads / :
Sealing form 1 Shape F e r'—]' 5 ¥
Connection 2 metric cylindrical outer thread l Qv [ \ E?
Sealing form 2 24° inner cone - -
Design Screw-in fitting L2
Construction straight L L
Standard DIN 2353

I1ISO 8434-1
Scope of supply  Socket with union nut and cutting ring
Material Stainless steel
Note

Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe
fittings.

Item
Identification Series  Operating pressure External pipe @ G

(mm)

VUNWO04 HL9/16 VA L PN 315 6 9/16"-18 UNF 17,6 10,0 350 100 19 14 11.90x1.98
VUNWO4HL7/16 VA L PN 315 6 7/16"-20 UNF 17,0 9,0 230 85 14 16 8.92x1.83
VU NW 04 HL 1/2 VA L PN 315 6 1/2"-20 UNF 17,0 9,0 230 85 17 17  10.52x1.83
VUNWO06 HL7/16 VA L PN 315 8 7/16"-20UNF 144 9,0 280 130 17 17 8.92x1.83
VU NW 06 HL 1/2 VA L PN 315 8 1/2"-20 UNF 17,0 9,0 250 100 17 17 10.52x1.83
VUNW 06 HL 9/16 VA L PN 315 8 9/16"-18 UNF 19,0 10,0 250 10,0 17 17 11.90x1.98
VUNWOBHL7/16 VA L PN 315 10 7/16"-20 UNF 144 9,0 290 140 17 19 8.92x1.83
VUNWO8HL9/16 VA L PN 315 10 9/16"-18 UNF 19,0 100 260 11,0 19 19 16.36x220
VU NW 08 HL 1/2 VA L PN 315 10 1/2"-20 UNF 170 9.2 250 100 17 19 10.52x1.83
VU NW 08 HL 3/4 VA L PN 315 10 3/4"-16 UNF 22,3 11,0 260 11,0 24 19 16.36x2.20
VUNW 10 HL9/16 VA L PN 315 12 9/16"-18 UNF 17,6 100 270 120 19 22 11.90x1.98
VU NW 10 HL 3/4 VA L PN 315 12 3/4"-16 UNF 22,3 11,0 280 13,0 24 22 16.36x220
VU NW 10 HL 7/8 VA L PN 315 12 7/8"-14 UNF 25,5 13,0 29,0 140 27 22 19.18x2.46
VUNW 13 HL9/16 VA L PN 315 15 9/16"-18 UNF 17,6 10,0 29,0 140 27 27 11.90x1.98
VU NW 13 HL 3/4 VA L PN 315 15 3/4"-16 UNF 22,3 11,0 290 140 24 27 16.36x220
VU NW 13 HL 7/8 VA L PN 315 15 7/8"-14 UNF 25,5 13,0 30,5 155 27 27 19.18x2.46
VU NW 16 HL 3/4 VA L PN 315 18 3/4"-16 UNF 22,3 11,0 295 145 27 32 16.36x220
VU NW 16 HL 7/8 VA L PN 315 18 7/8"-14 UNF 25,5 13,0 29,6 145 27 32 19.18x2.46
VUNW16 HL11/16 VA L PN 315 18 1.116"-12UN 31,9 150 296 145 32 32 2347x295
VU NW 20 HL 7/8 VA L PN 160 22 7/8"-14 UNF 25,5 13,0 330 165 32 36 19.18x2.46
VUNW20HL11/16 VA L PN 160 22 1.116"-12UN 31,9 150 330 165 32 36 2347x295
VUNW20HL15/16 VA L PN 160 22 1.5/16"-12UN 38,2 150 340 175 41 36 29.74x295
VUNW25HL11/16 VA L PN 160 28 1.116"-12UN 31,9 150 340 175 41 41 2347x295
VUNW25HL15/16 VA L PN 160 28 1.5/16"-12UN 38,2 150 340 175 41 41 29.74x295
VUNW32HL15/8VA L PN 160 35 1.5/8"-12UN 50,0 150 390 175 50 48 37.47x3.00
VUNWO3HS 716 VA S PN 630 6 7/16"-20 UNF 17,0 9,0 300 150 17 16 8.92x1.83
VUNWO04 HS7/16 VA S PN 630 8 7/16"-20 UNF 144 9,0 300 150 17 19 8.92x1.83
VU NW 04 HS 1/2 VA S PN 630 8 1/2"-20 UNF 17,0 9,0 300 150 19 17 10.52x1.83
VUNWO04 HS9/16 VA S PN 630 8 9/16"-18 UNF 17,6 10,0 300 150 19 17 11.90x1.98
VUNWO06 HS 9/16 VA S PN 630 10 9/16"-18 UNF 17,6 10,0 310 145 19 22 11.90x1.98
VU NW 06 HS 3/4 VA S PN 630 10 3/4"-16 UNF 22,3 11,0 31,0 145 24 22 16.36x220
VUNWO08HS9/16 VA S PN 630 12 9/16"-18 UNF 17,6 10,0 310 145 22 24 11.90x1.98
VU NW 08 HS 3/4 VA S PN 630 12 3/4"-16 UNF 22,3 11,0 340 175 24 24 16.36x2.20
VU NW 08 HS 7/8 VA S PN 630 12 7/8"-14 UNF 25,5 130 370 185 27 24 19.18x2.46
VU NW 13 HS 3/4 VA S PN 400 16 3/4"-16 UNF 22,3 11,0 340 155 24 30 16.36x2.20
VU NW 13 HS 7/8 VA S PN 400 16 7/8"-14 UNF 25,5 130 370 185 27 30 19.18x2.46
VU NW 16 HS 3/4 VA S PN 400 20 3/4"-16 UNF 22,3 11,0 420 205 32 36 16.36x2.20
VU NW 16 HS 7/8 VA S PN 400 20 7/8"-14 UNF 25,5 13,0 420 205 32 36 19.18x2.46
VUNW16HS 1116 VA S PN 400 20 1.1/16"-12UN 31,9 150 420 205 32 36 2347x295
VUNW20HS 1116 VA S PN 400 25 1.116"-12UN 31,9 150 470 230 41 46 2347x295
VUNW20HS 1516 VA S PN 400 25 1.5/16"-12UN 38,2 150 470 230 41 46 29.74x295
VUNW25HS15/16 VA S PN 400 30 1.5/16"-12UN 38,2 150 50,0 235 46 50 29.74x295
VUNW25HS 15/8VA S PN 400 30 1.5/8"-12UN 47,7 150 50,0 235 50 50 37.47x3.00
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VU VA
Screw in fitling HANSAVFLEX

Item
Identification Series Operating pressure External pipe @ G
(mm)
VUNW32HS15/8VA S PN 315 38 1.5/8"-12UN 54,0 150 420 190 55 60 37.47x3.00
VUNW32HS17/8VA S PN 315 38 1.7/8"-12UN 55,0 150 570 260 60 55 43.69x3.00

Series: LL = Very light L =Light S =Heavy — PN = Nominal pressure PB = Max. operating pressure — @ = External pipe diameter

Product versions
VU Screw-in fitting, Steel
XVU VA Screw-in fitting, Stainless steel
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