SFCE U (3000 / 6000 PSI)
SAE external thread flange HANSA[/FLEX

Properties =
Standard DIN 3901/3902

Construction straight

Design SAE external thread flange

Scope of supply  with 2 flange halves, screw set, O-ring, nut and

cutting ring
Material S355J2G3 (C22)
Surface electro galvanised

Note

In accordance with SAE J 518 C, the specified nominal pressure is defined by the flange or based on the pipe to be welded on.

Item

Identification Pressure PB Size
series 10.9

(bar) (mm)  (mm)

SFCE3001L15U 3000PSI L 15 315 1/2"  M22x15 302 16/20 381 54 175 456 482 56 7,0 8,7 516"x1.1/4" 24
SFCE 3002L18U 3000PSI L 18 315 3/4" M26x15 381 15/20 476 65 222 518 532 62 7,6 107 3@"x112" 30
SFCE 3002L22U 3000PSI L 22 160 3/4" M30x2 381 19 476 65 222 518 532 62 75 107  3/8"x1.1/2" 30
SFCE3002L28U 3000PSI L 28 160 3/4" M36x2 381 19 476 65 222 518 532 62 75 107  3/8"x1.1/2" 30
SFCE3003L28U 3000PSI L 28 160 1" M36x2 444 24 524 70 262 584 542 65 7,5 107 3@"x1172" 36
SFCE3004L28U 3000PSI L 28 160 114" M36x2 508 22 587 79 302 726 586 67 7,56 130 7M16"'x1.12" 36
SFCE3004L35U 3000PSI L 35 160 114" M45x2 508 30/32 587 79 302 726 582 69 105 130  7M16"x1.12" 41
SFCE3005L42U 3000PSI L 42 160 112" M52x2 603 36 699 94 357 822 642 76 110 135  1/2"x1.1/2" 46
SFCE 3001 S16U 3000PSI S 16 350 1/2" M24x15 302 13 81 54 175 456 502 60 85 8,7 516"x1.1/4" 24
SFCE3002820U 3000PSI S 20 350 3/4" M30x2 381 16/20 476 65 222 518 572 68 105 107  3@"x1.172" 30
SFCE 3002825U 3000PSI S 25 350 3/4" M36x2 381 17 476 65 222 518 572 69 120 107 3/8"x1.1/2" 30
SFCE3003825U 3000PSI S 25 315 1" M36x2 444 20 524 70 262 584 582 70 120 107 3/8"x1.1/2" 36
SFCE3003S30U 3000PSI S 30 315 1" M42x2 444 24 524 70 282 584 632 76 135 107 3/8"x1.1/2" 36
SFCE3004S525U 3000PSI S 25 250 114" M36x2 508 20/27 587 79 302 726 602 72 120 130 7M6"x1.12" 41
SFCE3004S30U 3000PSI S 30 250 114" M42x2 508 25/28 587 79 302 726 622 75 135 130 716"x1.12" 41
SFCE3004S38U 3000PSI S 38 2560 114" M52x2  s08 28 587 79 302 726 666 81 160 130 716"x1.12" 46
SFCE3005838U 3000PSI S 38 200 1127 M52x2 603 32 699 94 357 822 702 85 160 135 1/2"x1.1/2" 46
SFCE 6001 S16U 6G000PSI S 16 400 1/2" M24x15 317 12 405 56 182 472 532 63 85 85 516"'x1.14" 24
SFCE 60028 16U 6G000PSI S 16 400 3/4" M24x15 413 12 508 71 238 600 592 69 85 105 3B"x112" 30
SFCE6002S20U 6000PSI S 20 400 3/4" M30x2 413 16 508 71 238 600 612 72 105 105 3/8"x11/72" 30
SFCE6002525U 6000PSI S 25 400 3/4" M36x2 413 17 508 71 238 600 632 75 120 105 3/8"x1.1/2" 30
SFCE6002530U 6000PSI S 30 400 3/4" M42x2 413 18 508 71 238 600 640 77 135 105 3/8"x1.1/2" 36
SFCE6003S25U 6000PSI S 25 400 1" M36x2 476 20 572 81 278 696 722 84 120 *1  T7M16"x134" 41
SFCE6003S30U 6GOOOPSI S 30 400 1" M42x2 4716 24 572 81 278 696 740 87 135 1 716"x134" M
SFCE 6004 S30U 6GOOOPSI S 30 400 114" M42x2 540 25/30 667 95 318 772 792 Q2 135 2 12"x13/4" 41
SFCE 6004 S38U 6G000PSI S 38 350 114" M52x2 540 30 667 95 318 772 832 98 160 2 1/2"x13/4" 46
SFCE6005838U 6G000PSI S 38 350 112 M52x2  e35 30 794 113 365 950 892 104 160 167 1/2"x1.3/4" 46

PN = Nominal pressure PB = Max. operating pressure — @ = External pipe diameter — Series: LL = Very light L =Light S =Heavy
*1) = Choice of 12.0 or 12.5 - *2) = Choice of 13.5 or 14.5

Product versions
SFCE (3000 PSI) SAE external thread flange, connecting piece only
SFCE M (3000 / 6000 PSI) SAE external thread flange, with 2 flange halves, screw set, O-ring, nut and cutting ring

Despite careful checking, we cannot guarantee the accuracy of all information included on this site, and we accept no liability.
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