SFS U (6000 PSI)
SAE stub end HANSAVFLEX

Properties
Pressure series 6000 psi
Standard SAE J518C
ISO 6162
Construction straight
Design SAE stub end
Scope of supply  with 2 flange halves, screw set and O-ring
Material S355J2G3 (ST52.3)
Note

The stated maximum working pressure relates to the flange. The actual working pressure is determined by the pipe (wall thickness) and the quality of
the pipe.

Item
Identification PB 10.9 Size

(bar)
SFS 6001-16 U 400 12" 16x2 16,0 120 405 56 182 472 34 8,5 M8x30  5/16"x1.1/4"
SFS 6001-21.3 U 400 12" 21.3x45 213 119 405 56 182 472 34 8,5 M8x30  5/16"x1.1/4"
SFS 6002-25 U 400 3/4" 25x3.5 250 180 50,8 71 238 600 38 10,5 M10x35 3/8"x1.1/2"
SFS 6002-26.9 U 400 3/4" 269x56 269 157 50,8 71 238 600 38 10,56 M10x35 3/8"x1.1/2"
SFS 6003-30 U 400 1" 30x4 30,0 220 572 81 278 69,6 40 *1 M12x45  7/16"x 1.3/4"
SFS 6003-33.7U 400 1" 33.7x71 350 190 572 81 278 69,6 40 *1 M12x45 7/16"x 1.3/4"
SFS 6003-38 U 400 1" 38x5 380 280 572 81 278 69,6 40 *1 M12x45 7/16"x 1.3/4"
SFS 6004-30 U 400 1.1/4" 30x4 300 220 66,7 95 31,8 772 45 - M14x50 1/2"x1.3/4"
SFS 6004-38 U 400 1.1/4" 38x5.5 380 270 66,7 95 31,8 772 45 *2 M14x50 1/2"x1.3/4"
SFS 6004-42.4 U 400 1.1/4" 424x6.3 424 358 66,7 95 31,8 772 45 - M14 x50 1/2"x1.3/4"
SFS 6005-45 U 400 112" 45x6.5 450 320 794 113 36,5 950 50 16,7 M16x55 5/8"x2"
SFS 6005-48.3 U 400 112" 483x88 483 30,7 794 113 365 950 50 16,7 M16x55 5/8"x2"
SFS 6006-60 U 400 2" 60.3x134 60,3 435 968 133 445 1138 58 21,0 M20x65 3/4"x21/2"
SFS 6006-65 U 400 2" 65x 8 650 460 968 133 445 1138 58 21,0 M20x65 3/4"x21/2"

PN = Nominal pressure PB = Max. operating pressure

*1) = Choice of 12.0 or 12.5 - *2) = Choice of 13.5 or 14.5

Product versions
SFS (6000 PSI) SAE stub end, short stub end only
SFS M (6000 PSI) SAE stub end, with 2 flange halves, screw set and O-ring

Despite careful checking, we cannot guarantee the accuracy of all information included on this site, and we accept no liability.
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