
MONTAGEPASTE
Fitting lubricant

Despite careful checking, we cannot guarantee the accuracy of all information included on this site, and we accept no liability.
11.02.2025 HANSA-FLEX AG www.hansa-flex.com 1

Properties
Properties Prevents corrosion, including fretting corrosion,

oxidation, wear
Prevents seizing, cold fusing
Good sealing/blocking properties against liquid media
Reduces friction and slip stick

Temp. range -40 °C to +1400 °C

Description
Assembly Paste 450 WHITE is a high performance paste that protects against corrosion. Applications include fittings and parts with extreme dynamic
loads and slowly rotating systems in the high temperature range.

Additional information
Assembly Paste 450 WHITE demonstrates its exceptionally good separating effect particularly with high-alloy steels and when using different metals.
The product is characterised by a high pressure absorption (<230N/mm2). Assembly Paste 450 WHITE is resistant to fresh water, seawater and hot water,
water vapour, alkaline and weakly acidic media as well as being strongly adhesive and water-repellent. The product is also free of sulphur-containing
additives and halogens. If, for optical reasons, the use of metallic products is undesirable and nickel-based products cannot be used for health
reasons and copper-based products cannot be used for electrochemical reasons, the Assembly Paste 450 WHITE is particularly suitable.

Item
Identification Content 
 (mL)
MONTAGEPASTE 450 450


