SKS HL UDK / SKS HS UDK
Plug-in coupling connector HANSA[/FLEX

Properties
Connection 1 metric cylindrical outer thread
Sealing form 1 24° inner cone

Residual pressure:  Coupling under residual pressure is possible
Material Steel

Surface electro galvanised

Description
Plug-in couplings allow quick coupling.

Iltem
Identification DN* Series for external pipe Connecting Size Operating pres- Mineral oil temp. Mineral oil temp.

14} thread sure i

(mm) (CED) 9
SKS 06 HL3 UDK 6 L 8 M 14x1,5 3 225,0 4 -25 125
SKS 08 HL3 UDK 8 L 10 M 16x1,5 3 225,0 4 -25 125
SKS10HL3UDK 10 L 12 M 18x1,5 3 225,0 4 -25 125
SKS13HL3UDK 12 L 15 M 22x1,5 3 225,0 4 -25 125
SKS16 HL3UDK 16 L 18 M 26x1,5 3 225,0 4 -25 125
SKS 06 HS3UDK 6 S 10 M 18x1,5 3 225,0 4 -25 125
SKS 08 HS3UDK 8 S 12 M 20x1,5 3 225,0 4 -25 125
SKS10HS3UDK 10 S 14 M 22x1,5 3 225,0 4 -25 125
SKS13HS3UDK 12 S 16 M 24x1,5 3 225,0 4 -25 125

DN = Nominal diameter, nominal width — SF gek. = Safety factor coupled

Accessories
SKS ZUBS Dust protection coupling connector, SKS..
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12.12.2025 HANSA-FLEX AG www.hansa-flex.com 1



