
JG 08
Sealing plugs

Despite careful checking, we cannot guarantee the accuracy of all information included on this site, and we accept no liability.
15.12.2025 HANSA-FLEX AG www.hansa-flex.com 1

Properties
Design Sealing plugs for connectors
Media Air

fluid media
inert gases, e.g., N2/CO2

Material Acetal copolymer

Item
Identification Ø d2 Ø A L1 L2 Colour
 (mm) (mm) (mm) (mm)

JG 08 04 R
JG 08 05 R
JG 08 06 R
JG 08 08 R
JG 08 10 R
JG 08 12 R
JG 08 15 E
JG 08 18 E
JG 08 22 E

4
5
6
8
10
12
15
18
22

12,7
12,7
15,2
17,8
19,6
21,6
24,9
28,2
32,0

28,7
29,2
30,0
31,0
35,8
38,6
45,0
45,0
45,0

25,4
25,9
26,2
26,9
31,2
33,9
40,0
40,0
40,3

red
red
red
red
red
red
black
black
black

Accessory for following products
JG 11 (keg.) Screw-in connector, L shaped
JG 02 / JG 30 Connector, T shaped
JG 10 (zyl.) Screw-in connector, T shaped
JG 10 (keg.) Screw-in connector, T shaped
JG 23 Connector, Y shaped
JG 11 (zyl.) Screw-in connector, L shaped


